


























































































































































































































































































































































































































7.2

8.1

Notice and contest of claims

In the event that any Party hereto receives a claim from a third party in respect of
which it is entitled to the benefit of an indemnity under Article 7.1 or in respect of
which it is entitled to reimbursement (the “Indemnified Party”), it shall notify the
other Party responsible for indemmifying such claim hereunder (the “Indemnifying
Pérty”) within 15 (fifteen) Days of receipt of the claim and shall not settle or pay the
claim without the prior approval of the Indemnifying Party, such approval not to be
unreasonably withheld or delayed. In the event that the Indemnifying Party wishes
to contest or dispute the claim, it may conduct the proceedings in the name of the
Indemnified Party and shall bear all costs involved i contesting the same. The
Indemmified Party shall provide all cooperation and assistance in contesting any claim
and shall sign all such wntings and documents as the Indemnifying Party may

reasonably require.

ARTICLE 8
GENERAL
General
(1) The Parties hereto expressly represent’ and warrant that they are duly

empowered to sign and execute this Agreement.

(1) Notices under this Agreement shall be sent to the Addresses first
hereinabove mentioned. Any change in the address of any Party shall be
duly notified by registered post acknowledgement due-and delivered to the
other parties.

(iii) - The expressions “Concessioning Authority”, the “Concessionaire”, the
“Lender” and the “Lenders’ Representative”, “Selectee” herein used shall
unless there be anything repugnant to the subject or context include the

respective successors and assigns.

(iv)  This Agreement shall not be affected by reorganisation of any Lender, the



%
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(vi)

(vir)

(viii)

(ix)

Concessionaire or Concessioning Authority, “Selectee” and the successor ir
interest of the Lender or Concessioning Authority shall have the benefit of this

Agreement.

Failing amicable settlement and /or settlement with the assistance of
Expert, the dispute or differences or claims as the case may be, shall be
finally settled by binding arbitration under the Arbitration and Conciliation
Act, 1996. The arbitration shall be by a- pzinel of three Arbitrators, one each to
be appointed by the Concessioning_AAlethoxity and the Lenders / Lender’s
Representative and the third to be appointed by the two barbitrators. If any
Party entitled to do so, fails to appoint a second Arbitrator within 30
(thirty) Days of from the receipt of the request for such appointment, then the
single Arbitrator appointed in accordance with this provision shall

adjudicate the disputes as Sole Arbitrator.

This Agreement and rights and oblivgations of the Parties hereunder shall

remain in full force and effect pending the Award in any arbitration
proceeding h‘ereunder.. The courts having territorial jurisdiction over the
Project alone shall have junsdiction over all matters arising out of or
relating to the arbitration agreemeﬁt contained herein or proceedngs

anising out of or relating to the arbitration proceedings there under.

The consultation, recommendation or approval of the Lenders’ Representative
under this Agreement shall always be deemed as consultation,
recommendation or approval of cvéry' concerned Lender and each such

Lender shall be bound by the same.

This Agreém_ent shall be in addition to and shall not be in derogation of the

terms of the Financing Documents.

The Concessionaire agrees and acknowledges that it shall not be necessary for
the Lender(s) or the Lenders’ Representative to enforce or exhaust any other

remedy available to them before invoking the provisions of this Agreement.

e
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(x1)

(i)

No amendment, variation or modification to this Agreement shall be valid and
effectual unless made in writing and executed by the duly authorized

representatives of all the Parties hereto.

All stamp duties or other imposts and charges as are applicable on this
Agreement-or on amendment of the Concession Agreement or execution of
fresh Concession Agreement for the purpose of substitution as aforesaid,
irespective of the Lenders making such payment for the time being, shall be

borne by and be to the account of the Concessionaire.

The Parties hereby expressly agree that for the purpose of vgiving full and
proper effect to this Agreement, the Concession Agreement and this Agreement
shall be read together and construed harmoniously. The terms of this
Agreement shall prevail in the event of any inconsistency with the
Concession Agreement. |

SCHEDULE A

"PARTICULARS OF FINANCIAL ASSISTANCE

Name and Address of the Nature and Amount of Financing

Lender : : Assistance

IN WITNESS WHEREOF THE PARTIES HERETO HAVE SET THEIR HANDS
HEREUNTO ON THE DAY, MONTH AND YEAR HEREINABOVE MENTIONED.

SIGNED AND DELIVERED ON BEHALF OF

e
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M/s. VIZAG GENERAL CARGO BERTH PRIVATE
LIMITED BY

Title:

Authonsed Signatones

SIGNED AND DELIVERED ON BEHALF OF
GOVERNMENT OF INDIA

BY :

Name:

Title:

SIGNED AND DELIVERED ON BEHALF OF
ON BEHALF OF THE
LENDERS SETFORTH IMN SCHEDULE 1

BY -

Name :



APPENDIX 4
PROJECT REQUIREMENTS

Project Facilities and Services:
The project requirements are as explained in detail in the TEFR, which is an enclosure to RFP

document. However, the Concessionaire on their own shall submit the scheme and desigﬁ of the
Project as per the Clause No.l. 1.3 (xiii) of RFP document. brief scope of the project includes
planning, designing, engineering, financing, construction, management, operation and maintenance of

the project, project facilities and services.

CIVIL AND STRUCTURAL WORKS:
i. Strengthening of the berth to cater to 200,000 DWT vessels:

The existing .Gcneral Cargo'Berth in the Outer Harbour was built with a width of about 22.20
Mitss. and 356 Mirs. long with a dredged depth of (-)16.5m CD to cater to 100,000 DWT vessels.
Now in order to cater to the vessels of 200,000 DWT vessels, it is necessary to strengthen the berth by
widening by 21 Mirs towards Sea side with additional rows of piles for substructure and with about

2.35 Mtrs thick solid slab for super structure with necessary marine fixtures.

1. Necessary repairs to the existing berth as per safety audit requirements:

As per the inspections carried out by the Port and through one of the reputed Research
Institute viz., SERC, it is required to undertake certain special repairs duly conducting necessary
safety audit. Also since the berth is being upgraded to 200,000 DWT vessels and in view of the
service life of 25 years already rendered by thls berth, it is required to conduct the safety audit to
ascertain the strength and condition of the structure to enable integrating the same with the proposed

additional width of berth to cater to 200,000 DWT size vessels.

iii. Dredging:

The water depth available at the berth is (-)16.50 Mtr which is adequate to handle 1,00,000
DWT vessels. In order to handle 200,000 DWT vessels with draft of 18.0m, the depth at the berth
need to be deepened to (-) 20. OOm CD with adequate keel clearance for fully loaded ships.

iv. Track for the marine unloader on the berth:

To facilitate unloading cargoes, three Grab gantries are to be provided on the berth In order to

support and enable movement of these gantries, provision shall be made for CR 100 rall track along
the length of the berth. '

e 5
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v. Foundations for ihe hopper track:

The cargo shall be discharged from the ship’s holds to conveyor installed immediately behin
the berth through mobile hoppers which are proposed to move any where along the length of the bertl
for which necessary rail tracks supported on foundations shall be provided.

vi. Conveyor gallery on the rear side of the berth:

The Grab Gantries provided on the berth shall discharge the coal from the ship’s hold to :
conveyor installed behind the berth through mobile hoppers which is further connected to over heac
transport conveyors. Therefore, provision shall be made for the conveyor to receive the cargo from the

ship to the location immediately behind the berth.

vii. Conveyor gallery and supports from berth to the stock pile area:
Coal on the unloaded conveyors will be conveyed to the stacks at the East Dumps by a system
of overhead conveyors. There shall be a system of four conveyors for each of the unloading

conveyors, for the transportation of coal to East Dumps.

viii. Stacker and reclaimer tracks with foundations and conveyors:

' Necessary railway tracks with suitable foundations and a suitably designed stacking system
shall be provided consisting of receiving conveyors, stacking conveyors for stacking the coal as well.
as to reclaim and transport with suitable capacities for feeding to the wagon loading system. Necessary

foundation with rail tracks with foundations shall be provided for the stacker and reclaimer stacks.

ix. Development of stock pile area including necessary ground improvement: 5

An area on 1,22,330 Sq. M. has been identified for stacking the coal at the east dumps from
where the cargo is further loaded into the rakes through stacking system as indicated above. Ground
improvement shall be carried out for the stock pile area, for soil irnprdv"ement by installation of
suitably designed PVC band drains or similar methods at suitable spacing and pattem and pre-
éonsqlidation by keeping the pre-load of sufficient height of gravel for designed preload period. Upon
soil stabilization the stockpile area shall be provided with hard standing comprising stone soling and
filling the gaps with stone spalls. This soil improvement would enable stack heights of the order of 7
Mutrs. as required to cater to the throughput requirement.

e



x. Wagon loading platform with suitable foundation and conveyor supports:

. The Wagon Loading System consists of Wagon Loading Conveyor and Wagon Loader. The
reclaimed coal from the Reclaiming Conveyors shall be fed to the Wagon Loading Conveyor through
link conveyors and the reclaimed coal shall be loaded into the wagons by the traveling wagon loader.
The Wagon Loading System shall be installed on an elevated platform of sufficient height to ensure

free unhindred movement of the trains.

xi. Railway tracks:

Railway tracks shall be provided for supporting various mechanical equipment and the
railway train movement and the same shall be proposed on a formation over the natural ground

with suitable stone aggregates as base course, PSC sleepers and necessary rail fixtures.

xi1. Dust suppression system and dust extraction system :

The entire stock pile area and transfer houses of the conveyor gallery are to be provided
with suitable dust suppression system as an environmental mitigative measure to control the dust
that may anse during the operations, duly ensuﬁng compliance to the standards as expected by the

authorties concerned.

xiii. Green plantation and perimeter walls:

To contain the finer particles in the air due to cargo handling operation and to improve
acsthetics in the area, a 10 M. thick green belt is to be provided all around the stacking area which is

also an environmental mitigative measure.

xiv. Water supply:

Water supply requiremeni for operational buildings and utilities shall be drawn from nearby

port mains and suitable provisions are to be made for the pipelines etc.

The Concessionaire shall adhere to the following berth construction stages:
1) Stage-1: Construction will be restricted to a length of 100 metres only, from the North end
of GCB. |
ii) Stage-2: Construction would be from South end duly restricting the length to 100 metres.

111) Stage-3: The balance work of 156 metres.

o



Planning, design, engineering, installation, operation and maintenance of all developmenta
works shall comply to the relevant Indian Standards and in the absence of Indian standards
relevant International Standards shall be complied with. List of construction, operation &
maintenance are annexed to this Article. In the absence of both, the Concessionaire biddes
should follow good industry practice. Safety precautions, as per statutory requirements, shall
also be complied with. The concessionaire shall - ensure compliance to Quality,
Environmental, Occupational Health and Safety and ISPS Codes. The performance standards

shall generally comply as set out in Appendix-15.

Equipmént: )
The coal is at present unloaded using floating cranes and ship’s gear and evacuated using
trucks. The Projc.ct envisages complete mechanization of the coal handling to achieve an
handling rate of 70,000 TPD for 200,000 DWT vessels using Gantry Unloaders with suitable
Grabs and transportation through Conveyors of commensurate capacities.
The coal shall be stacked and reclaimed through Stackers and Bucket Wheel Reclaimers of
suitable capacities. V

The wagon loading shall be by a mechanical wagon ]oadér of suitable capacity.

Other facilities:
The project envisages installation of loading lines, all connected Civil Works, Power Supply
systems, Hlumination arrangements, Dust Control and environmental protection measures and

Fire Fighting equipment.

The Mechanical Handling System for unloading of coking coal and steam coal at GCB in the
Outer Harbour will comprise Ship Unloading System, Stackers, Reclaimers, Wagon Loading
System.and a System of Conveyors. As the general characteristics like bulk densities, angle
of repose, etc. of both the commodities ;1re almost same and as there is no significant
variation, the same system will be used for handling both the cargo. However, during detailed
engineering, the design will be based on significant characteristic of each of the cargo to get
the desired output .;md trouble free operation. For example, the capacities of the components
of the System like Conveyors and Equipment will be designed for the lower densities and

transfer chutes will be designed for higher lump sizes.




The details of equipments to be installed for the subject project are detailed below:

[ (A) Unloading System
1 Ship Unloading Gantry Type Grab Unloaders 3 Nos.
Capacity =40 MT
Cycle Time = 60 cycles/hour
1.a) Mobile Hoppers Cap - 50 MT 3 Nos.
2 Unloading Conveyors | Belt Width ~ 1800 mm 2
Speed- = 3.0 mts./Sec.
Capacity = 3000 TPH
Length = 350 mts.(estimated)
3 Overhead Transport Belt Width = 1800 mm 2
Conveyors Speed =3 mts/Sec.
Capacity =3000 TPH
(B) Stacking System
1 Stacking Conveyors Belt Width = 1800 mm 2
Speed =3.0 mts/Sec.
Capacity =3000 TPH
Length = 650 mts.{estimated)
2 Stacker Capacity =3000 1
Boom Lerigth =38 mtrs.
(C) Reclaiming Sysiem
1 Reclaiming Belt Width = 1800 mm 2 Nos.
Conveyors Speed =3.5 mts/Sec.
Capacity =3500 TPH
Length = 650 mts.(estimated)
2 Bucket Wheel Capacity =3500 TPH 1'No.
Reclaimers Boom Length = 40 mtrs.
Stacker-cum- INo.
Reclaimers
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(D) Wagon Loading System
1 Wagon Loading Belt Width = 1800 mm 1
Conveyor Speed = 3.5 mts/Sec.
Capacity ~ =3500TPH -
Length =650 mts.(estimated)“
2 Wagon Loaders Capacity =3500 1 No.
Boom Length = 8 mtrs.

1.CONVEYOR DRIVES:

The conveyor drives shall be either electro- mechanical or hydraulic drnive as per the
Concessionaire’s design parameter and requirement for the conveyor system and the

various drives for the unloading equipments to achieve the performance standards.

1.1, Beanngs:

Selection of all Bearings shall be done by the Manufacturer. However, Ball & Roller
Bearings should be of Self aligning Ball or spherical Roller- types. Self aligning
spherical Roller Bearing should be used for Belt Coniveyor Pulleys. Plain Bearings
should only be used where no other alternatives are possible. Bearing Housing for
Boom Conveyor Drive Drum and Bucket Wheel Shaft should be split type, with dust

and water sealing arrangement. The Make / Brand of Bearings to be used should be

 either SKF or FAG.

1.2. Conveyor Idlers:

Idlers shall be supplied in accordance with the requirements of IS : 8598 (latest
amendment). Run out (eccentricity) at any point along the shell, shall be as per IS :

8598 (latest amendment) and Guaranteed Dynamic Friction Factor shall not exceed

-0.02. Standard Deep Groove Ball Bearings (anti-friction type), ‘which are greased for

life and sealed against thq ingress of dust and water, The following tests shall have to
be carried out
1.Dynamic Friction Factor Test.
2 Run out (eccentricity) Test.
3.Dust Penetration Test.
4 Rain Water Penetration Test.

%



1.3. Pulleys for Belt Conveyor:

Pulleys should generally be in accordance with IS 8531 (latest amendment).. All
Pulleys should be constructed of a cylindrical steel shell welded to Cast Steel /
Fabricated End Discs, in accordance with IS 8531 (latest amendment). The Shaft to
Hub connection for all Pulleys should be through Keys, as required,. The Pulley End
Discs and Shell Assemblies should be stress relieved after welding and before
machining. Lagging must be of grooved rubber type and should be factory fitted to
all Drive Pulleys. All other Pulleys in contact with the carrying side of the belt shall
also be rubber lagged. Thickness of Rubber lagging for drive pulleys should be of 20
mm and 10mm for all other pulleys from general-purpose natural rubber with Shore-

A hardness 60 + 5. All Pulleys should be statically and dynamically balanced.

1.4 BELT TENSIONING:

The allowance for take-up travel shall be 2.5 mtrs. (hydraulic and screw take up). The
belt shall be tensioned by means of combination of hydraulic cylinders as well as the
mechanical screw take up. The hydraulic cylinder shall be readily accessible for

mspection and adjustment.

1.5 BELT WEIGHERS:
A digital electronic scale of proven industrial design shall be supphied and installed

on the boom conveyor of Reclaimer. The belt weigher shall be of the multxple—ldler

type with temperature compensated strain gauge load cells.

1.6 BELT CLEANING:
Belt é]eaning devices shall be installed on the carry side of Alhc belt at the discharge -

pulleys of the boom conveyors. The belt cleaners shall be easily accessible for

- Inspection, adjustment and wearing parts replacement.

1.7 CONVEYOR DISCHARGE AND RECE]VAL CHUTES:
The chutes of the Conveyors and equipments shall be designed to achieve central

loading of coal onto the boom conveyors in all positions of slew and luff. The boom

conveyor of the Equipments shall discharge into the center of the receiving central

e
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chute. In both the cases this may be achieved by use of a wear resistant mmpact

deflection plate.

The conveyors should be equipped with the latest state of the art Technology with a

the safety devices as follows:

e Troughing Be]t Misalignment Detector

+ Return Belt Misalignment Detector

» Belt Tear Detector

» Tear & Rip Detector

"« Belt Speed Unit

» Misalignment & Tear Detector

o Misalignment, Tear, & Speed Detector

. Dopplcr Speed Unit

» Infrared Rip Detector

+  Ultrasonic Misalignment Unit

e  Motion Detector

* Blocked Chute Detector

1.8 Lubrication:

Centralised Auto Lubn'cation should be provided for all Drive Houses & Equipments.

1.9 Dust suppression system in Equipments:

Adequate Dust suppression system of Fogging type should be provided at all equipments &
Transfer points to mitigate dust apart from the stack yards.

A



1.10 Adequate Fire safety should be provided for the coal carrying belts of yard conveyors and

equipments.

1.11 Conveyor Belts:

Conveyor belts should be of Steel cord type conforming to DIN 22131 standards.

On the Date of Commercial Operations, the berth shall be equipped with
equipment with capacity to handle 70,000 TPD for Cape size vessels cargo.

(ii1)  Others

The personnel and other related facilities should be capable of handling 70,000 TPD

cargo in accordance with the Performance Standards set out in Appendix 15.

SECURITY CLAUSE:

The Concessionaire shall at all times. during the Concession Period obtain
clearance from Concessioning Authority before employment / deployment of personnel

of foreign nationality and scurcing of equipments from foreign countries.
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Annexure

CONSTRUCTION STANDARDS, OPERATIONS AND MAINTENANCE

STANDARDS AND SAFETY STANDARDS

General

The Concessionaire shall execute the project by completing civil works as per the
Project Requirements and provide appropriate equipment for cargo handling and

other support facilities for proper and efficient functioning. -

The Concessidnaire shall carry out Construction Works, etc duly complying with the
provisions of all relevant latest Indian Standards and in case certain item of works
not covered by the Indian Standards, provisions of ISO /IEC/ OISD

standards, etc shall be complied.

The construction of civil works, facilities, erection & commissioning of lifting
appliances, equipment and machinery and their layout shall ensure that duﬁng
cargo operations these facilities meet the required provisions of the Dock Workers

Safety Health & Welfare Act, 1986 and the relevant Regulations 1990.

The Concessionaire shall meet the requirements of Management Quality System
(IS/ISO — 9001: 2000) and shall also-obtain accreditation for operations at the
terminal. In addition, the Concessionaire shall comply with all relevant statutory

regulations, codes, practices and guidelines.

It is not intended to specify herein all the relevant standards required to complete the
Project. Such of those standards considered more pertinent are listed in this

Annexure.

Civil Construction Work

Dry Bulk, Break Bulk & Container Terminals

The civil construction work may comprise variety of works such as dredging,



reclamation, construction of breakwaters, berths, development of back-up area for
storage of cargo / containers, approach roads, railways sidings, operational
buildings/offices, maintenance workshop, drainage, water supply, environmental
protection works and other amenities. The Concessionaire is required to undertake all
tests required as per IS / 1SO / IEC standards to ensure that the construction work
carried out by him meets not only the functional requirements of the project but
also conforms to the required quality as per the standards. In addition, the
‘Concessionaire shall aiso comply with the provisions of specifications published by
the Indian Road Congress, RDSO of Ministry of Railways and provisions of 'Shore
Protection Manual (CERC) of US Army Corps of Engineers, as may be pertinent to
the Project. In respect of implementing the Project, the Concessionaire shall refer to
and as rtelevant comply with the design and construction standards specified in the

following paragraphs.

Indian Standards for Construction of Ports and Harbours -

1S 4651 — Part— 1 — 1974 Code of practice for planning and design of ports and

harbours: Part 1 Site investigation

IS 4651-Part 2-1989 Code of practice for planning and design of ports and
harbours Pan‘2 Earth pressure .
1S 4651-Part . 111-1974 Code of practice for planning and design of ports énd
harbours: Part 111: Loading
1S 4651- Part 4 -1989 ~ Code of practice for planning and design of ports
» and harbours: Part 4: General Design consideration.
1S 4651-Part 5-1980: Code of practice for planning and design of ports and
harbours Part:5 Layout and functional requirements
1S7314: 1974 Glossary of terms relating to poﬁ and harbour
. ' engineering
IS 9527: Part 1: 1981 Code of practice for design and construction of port and

harbour structures: Part 1 Concrete monoliths
IS 9527: Part 3:: 1983 Code of practice for design and construction of port and -
harbour structure: Part 3 Sheet pile walls

1S 9527: Part 4: 1980 Code of practice for design and construction of port and
harbour structure: Part-4 Cellular Sheet pi]e structures
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IS 9527: Part 6: 1989

IS 10020: Part 4: 1981

1S 9556: 1980

Code of practice for design and construction of port and

harbour structures: Part 6 Block work

Recommendations for design and construction’ of
port and harbour components Part 4 Slipways.
Code - of Practice for design and construction of

diaphragm walls

Indian Standards for Foundation Work

1S 2911: Part 1:Sec 1:1979
IS 2911: Part 1: Sec 2:1979

1S 2911: Part 1:Sec 3:1979

IS 2911: Partl: Sec 4:1984

1S 2911: Part 2: 1980
1S 2911: Part 3: 1980
, 13.291 1: Part 4: 1985
IS 2950: Part 1: 1981

IS 2974: Part 1: 1982

e

Code of practice for design and construction of pile
foundations Part 1 Concrete piles, Section 1, Driven

cast in-situ concrete piles

Code of practice for design and construction of pile
foundations: Part 1 Concrete piles, Section 2 Bored
cast in-situ piles

Code of practice for design and construction of pile
foundations: Part 1 Concrete piles, Section 3 Driven
pre-cast concrete piles 7

Code of practice for design and construction of pile
foundations. Part 1 Concrete piles, Section 4 Bored

pre-cast concrete piles

Code of practice for design and construction of pile

foundations: Part 2 Timber piles

Code of practice for design and construction of pile

foundations: Part 3 Under reamed piles.

Code of practice for design and construction of pile

foundations: Part 4 Load test on piles

Code of practice for design and construction of raft

foundations — Part I: Design

Code of practice for design and construction of

Machine Foundations- Part 1: Foundation for
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Reciprocating Type Machines.

1S 2974: Part 2: 1980 Code of practice for design and construction of
machine foundations. Para 2 Foundations for impact

type machine (hammer foundations)

IS 2974: Para 3: 1992 Code of practice for design and construction of
machine foundations for rotary type machines

(medium and high frequency)

IS 2974:: 1979: Code of practice for design and construction of machine
foundations: Part 4 Foundations for rotary‘ type

machines of low frequency.

1S 2974: Part 5: 1987 Code of practice for design and construction of
machine foundations Part 5 Foundations for impact
machines other than hammers (forging and stamping

press, pig breaker drop crusher and jolter)

1S 1080:1985 Code of Practice for design and construction of
shallow ™ foundations on soils (other than raft, .Ting

and shell).

1S 13094: 1992 Guidelines for Selection of ground improvement

techniques for foundation in weak soils.
Indian Standards for Structural Design V
IS 875(Part Ito V): 1987 Code of Practice for design lpads (other than earth

quake) for buildings - dead. loads, imposed loads,

wind loads, snow ]oads,‘ special loads and load

combinations.
IS 456: 2000 ~ Code of Practice for plain and reinforced concrete..
I1S: 800: 1934 Code of practice for general construction in steel
I1S: 801: 1975 . Code of practice for use of cold formed light gauge
' ’ _steel structural  members in general

’_l/(/ ' building construction.
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IS: 803: 1976 Code of practice for Design fabrication and Erection of

vertical mild steel cylindrical welded oil storage tanks.

1S 1893: Part 1: 2002 Criteria for Earthquake Resistant Design of
Structures
Part I — General Provision and Buildings

1S 1893: Part 4: 2005 Criteria for earth quake resistant design of structures —

Part 4- Industrial Structures including Stack-like

Structures.

1S 4326: 1993 Code of Practice for Earth Quake Resistant design and

construction of buildings.

Bulk Liquid Terminals and Tank Farms

In addition to complying to the requirement of relevant specifications mentioned
above, In réspect of pbﬂ terminals meant for handling bulk hquids such as crude,
POL, hazardous chemicals, LPG, LNG, etc., the conceséionaire shall also' comply
with the requirements of IMO Standards, MSIHC Rules 1989, IMDG Codes,
OISD Standards ‘& Guidelines, Petroleum Rules and Act, Explosives :Act and

statutory requirerents.

Cargo Hand]ing Equipment

General

The concessionaire in accordance with relevant standards shall provide the type and
capacity of equipment required for handling the specified cargo / containers. The
equipment shall generally conform to the following standards and code of

practices.
Electric Cranes - Wharf and Gantry Cranes

The crane and its mechanisms shall be designed and constructed in compliance
with the latest editions and amendments of the following standards and codes of

/

153



practice. Standards equivalent or higher in BS, JIS, FEM, DIN, ISO, IEC are also

acceptable.

Structures and Mechanism

IS 807: 2006

BS 5400 — Part 10

1S 4137 - 1985

Material
1S 800: 1934

1S 2062: 2006

1S 2644: 1994
1S 2266: 2002

1S 3177: 1999

Electricals
1IEC standards

Design, erection and testing (Structural Portion) of
Cranes and Hoists — Code of Practice.

Steel concrete and composite bridges

- Code of practice for fatigue ’
Specification for heavy duty electric overhead

traveling and special cranes for use in steel works
Cede of Practice for general construction in steel

Hot rolled low medium and high tensile Structural
Steel
High tensile steel castings

~ Steel Wire Ropes for General Engineering Purposes-

specification

Code of Practice for Electric Overhead Traveling
Cranes and Gantry Cranes other than Steel Work‘

Cranes

IEE — regulations for the electrical equipment of buildings
BS 4999 / FEM 31d edition Booklet 4 - Motors
BS 171, BS 3941, BS 3938 - Transformers

BS 99 - Fuses

Welding
IS 7307: Part 1: 1974

IS 7310: Part 1: 1974

<

~ Approval test for welding procedures Part 1 Fusion
vs;elding of steel.

Approval test for Wclde;é working to approved
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. welding procedures — Part 1: Fusion welding of

Steel.

Painting
BS 5493 Code of practice for protective coating of iron and steel
structures against corrosion

Swedish Standard Sa 2,5 or SIS ST3, SIS 055900 surface preparation

General

IS 13367:}’311 1: 1992 Safe use of Cranes - Code of Practice Part 1 General

Classification of Crane

Structures »

Class of utihzation: U8 (4 Million loading cycles)
State of loading: Q3

Group classification: A8

Impact factor: 14

Duty factor: ‘ 0.9

Nominal loéd spectrum: 0.8 of rated capacity factor
Mechanism

Class of Utilization State of Loading Group Classification

Hoist T8 L3 M8
Traverse T8 L3 M8
Travel TS5 L2 M5

Boom hoist T3 L3 M4
‘ The wharf cranes shall be designed for Stability as per BS 2573 Part I & I1.

C-3  Mobile Equipment

1S 4357: 2004 Methods for Stability Testing of Fork Lift Trucks

IS 4573: 1982 ~ Specification for Power Driven Mobile Cranes

IS 13473: Part 2:1992/ Cranes - Vocabulary Part 2 Mobile cranes 1SO 4306-
‘ 1985 S

e
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1S 13558: Part 2:1995 /

IS 13834 : Part 2: 1993 /
2:1985

IS 13870: Part 2: 1993/

IS 14469: 1997/

IS 14474: Part 1: 1997/

1S 3173: 1965

Cranes - Controls - Layout and Characteristics — Part
ISO 7752 -2- 1986 Mobile Cranes
Cranes - Classification: Part 2 Mobile cranes 1SO 4301 —

Cranes and Lifting Appliances - Selection of Wire ISO
4308 : 1988 Ropes - Part 2: Mobile Cranes - Coefficient -
of utilization
Mobile Cranes - Determination of Stability ISO

4305 - 1991
Mobile Cranes - Experimental Determination of Crane
ISO 11662-1 :1995 Performance — Part 1 : Tipping Loads
and Radn

Specification for High pressure connections for fuel

njection equipment for diesel engines

C-4  Conveyors for Bulk Handling

Conveyors

AS 4776:Pait 1: 1977

1S'8597 — 1977

IS 11592 — 2000

1S 7465 - 1974
IS 7155:Part 1: 1986

IS 7155:Part 2: 1986
1S 7155:Part 3: 1986
IS 7155:Part 4: 1990

IS 7155:Part 5: 1990

e

Specification for Troughed Belt Conveyors - Part 1
Troughed Belt Conveyor's for Surface Installation

Flat Belt Conveyors

Code of practice for selection and design of Belt
Conveyors )
Portable and Mobile troughed Belt Conveyor

Code of recommended préctice for conveyor Safety :
Part 1 General Information

Code of recommended practice for conveyor safety’

Part 2 General Safety requirement

Code of recommended practice for conveyor safety
: Part 3 Belt Conveyors and feeders
Code of recommended practice for conveyor safety
: Part 4 Vibrating Conveyor/feeder
Code of recommended practice for conveyor safety

: Part 5 Apron Conveyor/Apron Feeder
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IS 7155:Part 6: 1990

IS 7155:Part 7: 1990

IS 7155:Part 8: 1994

Idlers and Pulleys
IS 8598 — 1987
IS 8531 - 1986

IS 11507 — 1985

Conveyor Belts
IS 1891(Part I & 11)-1978
IS 1891 — 1988

1S 22131 Part 1 1980

D. Electrical

1S 325: 1996
IS 900: 1992

1S.1231: 1974
1S 2223: 1983

IS 3682: 1966
IS 3842: Part 2 : 1966

e

Code of recommended practice for conveyor safety

: Part 6 Sé]ection, Training and Supervision of
Operators

Code of recommended practice for conveyor safety

: Part 7 Inspection and Maintenance '

Code of recommended practice for ‘convcyof safety

- Part 8 Flight Conveyors (scraper conveyors)

1dlers and 1dlers Sets
Pulleys for Conveyors

Synchronous Drive Pulleys

Rubber Conveyor Belting
Amendment to above conveyor

Steel Cord Conveyor Belting

Three-phase induction motors

Code of practice for installation and maintenance of
induction motors

Dimensions of Three-bhase Foot-mounted Induction
Motors |
Dimensions of flange mounted ac induction motors
Flame-proof ac motors for use in mines

Application  guide for electrical relays for ac

systems: -Part 2 Over current relays for generators
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15 4029: 1967
IS 8151: 1976

IS 8789: 1996

1S 9628: 1980

and motors

Guide for testing three-phase induction motors
Single-speed three-phase induction motors for driving
hfts

Values of performance characteristics for three-
phase induction motors

Three-phase induction motors with type of protection 'n’

IS 10242: Part 3 : Sec 1:1983 Electrical ihstallations in ships: Part 3 Equipment, Sec 1

1S 12615: 2004

1S 13529: 1992

IS 13555:1993

1S 14122: 1994

IS 14377: 1996

1S 15429: 2004

1S 3043: 1987 -

1S 3151: 1982

IS 5553(Part 6) 1991
IS 9921: Part 1: 1981

IS 9921: Part 2: 1982

IS 9921: Part 111 : 1982

Generators and motors

Energy Efficient Induction Motors - Three Phase
Squirrel Cage

Guide on Effects of Unbalanced Voltages on the
Performance of Three-Phase Cage Induction Motors
Guide for Selection and Application of 3-Phase A. C.
Induction Motors for Different Types of Dniven
Equipment

Built in thermal protection for electric motors rated up
to 660 V ac

Specification for Three-phase Induction Motors for

Fans Used.in Air-conditioning and Ventilation

Storage, Installation and Maintenance of DC Motors
- Code of Practice
Code of practice for carthfng
Earthing transformers
Reactor Parts — Earthing.of Transformers
Specification for Alternating Current Disconnections
(Isolators) and Earthing Switches for Voltages above
1000 V - PartI: General and Definitions

A]ternatihg current  disconnections  (isolators) and
carthing switches for voltages above 1000 V: Part 2
Rating

Specification ~ for Alternating Current
‘Disconnections (Isolators) and Earthing Switches for

Voltages above 1000 V - Part I Design and
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IS 9921: Part 4: 1985

IS 9921: Part 5: 1985

1S 12776: 2002

1S 14981: 2001

IS 13947: Part 2 : 1993

IS 14658: 1999

IS 8828: 1996

1S 2309: 1989

Construction v
Specification for Alternating Current Disconnections
(isolators) and Earthing Switches for Voltages Above
1000 V - Part 4: Type Tests and Routine Tests
3pecification for Alternating Current Disconnections
(Isolators) and Earthing Switches for Voltages Above
1000 v - Part 5: Information to be given with Tenders,
Enquines and Orders

Galvanized Strand for Earthing — Specification

Live Working - Earthing or Earthing and Short-
Circuiting Equipment Using Lances as a Short-
Circuiting Device-Lance Earthing

Specification for Low-voltage Switchgear and Control

gear - Part 2 : Circuit Breakers

High Voltage Alternating Current Circuit Breakers-
Guide for Short-circuit and Switching Test Procedures
for Metal-enclosed and Dead Tank Circuit Breakers
Electrical Accessories - Circuit Breakers for Over Current l

2

Piotection for Household and Similar Installationé

Code of Practice for Protection of allied structure against

lightning

IS 732: 1989 Code of Practice for Electric wiring installation

IS 694: 1990

IS 1554 (Part 1):1988

IS 1554 (Part 2) : 1988

IS 7098 (Part 1) : 1988

e

PVC insulated Cables for working voltages upto and
including 1100V

PVC insulated (Heavy Duty) electric cables : Part 1 for
working voltages upto and including 1100 V

PVC insulated (Heavy Duty) electric cables : Part 2 for
working volages from 3.3 kV upto and including 11 kV .

Cross linked Polyethelene insulated PVC sheathed '
cables Part 1 for working voltages upto and including

1100 V
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IS 7098 (Part 2) : 1985 Cross linked Polyethelene insulated PVC sheathed
cables Part 2 for working voltages from 3.3 kV upto and
including 33 kV

1S 7098 (Part 3) : 1988 Cross linked Polyethelene insulated PVC sheathed
cables Part 3 for working voltages from 66 kV upto and
including 220 kV

IS 10118 (Part 1) : 1982 Code of Practice for selection, installation &
maintenance of switchgears and Control gears : i"art i

General

1S 10118 (Part 2) : 1982 Code of Practice for selection, installation &

[y

maintenance of switchgears and Control gears: Part 2

Selection

IS 10118 (Part 3) : 1982 Code of Practice for selection, installation &
maintenance of switchgears and Control gears: Part 3

Installation

IS 10118 (Part 4) : 1982 Code of Practice for selection, installation &
maintenance of switchgears and Control gears: Part 4

Maintenance

For all other equipment not covered in the above standards, equivalent or higher

standards in BS, JIS, FEM, DIN, IS0, IEC, are acceptable.

E. Operations & Maintenance Standards: Repairs, Maintenance and Replacement

The Concessionaire at it’s own cost promptly and diligently maintain, replace or
restore any of the project facilities or part thereof which may be lost, damaged,

destroyed or worn out.

The Concessionaire shall ‘abide by the operations and maintenance plan as
outlined in the Manufacturer’s Manual, which need to be supplied to the concessioning

authority by the Concessionaire.

e
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While carrying out the repairing, maintaining and replacing the project facilities, the
Concessionaire acknowledges and accepts that it is holding and maintaining the
concession or assets, project facilities in trust for eventual transfer to the
Concessioning Authority on termination of the agreement and therefore, will not do
any act as a result of which the value of Port Assets and Project Facilities and

Services 1s diminished.

The Concessionaire shall, at all iimes during the Concession Period, at its own
risk, cost, charges and expenses, performance and pay for maintenance repairs,
renewals and replacemenf of various type of assets and equipment in the
concessionaire premises and /or the project or any parts thereof, whether due to use
and operations or due to deterioration of materials and /or parts, so that on the expiry
or termination of Concession, th¢ same shall except normal wear and tear be in
good working condition as it were at ‘the time of commencement of the

Concession.

‘While carrying out the repair, maintenance and replacement of the project

facilities, the Concessionaire shall carry out the work in accordance with the

manufacturer’s réconunendatior_ls_ and.the relevant latest Indian Standards or in its
absence 1SO/OISD Standards. In the event that the concessionaire, by necessity or
otherwise need to follow any other country standard and it shall bé equal or

superior to the standard specified above.

The repairs and maintenance shall generally conform to the following

specifications.

Maintenance Standards

1SO 4308-1-2003 Maintenance of lifting appliances

ISO 4309-2004 Cranes wire rope care, maintenance and -
discard

1S 13367: Part 1 : 1992 Safe use of cranes — Code of Practice Part 1
General -

BS 7121-2-2003 Code of Practice for safe use of cranes,
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E.2

BS 7121-4-1997

BS 7121-5-2006

Painting

1S 144 : 1950

IS 145 : 1950

1S 146 : 1950

1S 147 : 1950

1S 164 : 1981

1S 1419:1989
1S 6714 : 1989

IS 6948 : 1973

IS 6951 : 1973

IS 1477 : Part1: 1971

inspection, testing & examination
Code of Practice for safe wuse of cranes
(Lorry Loaders)

Code of Practice for safe use of cranes
(Tower Cranes)

Ready mixed paint, brushing, petrol resisting,
air-drying, for interior painting of tanks and

container, red oxide (colour unspecified)

"Ready mixed paint, slushing, petrol resisting, air-

drying for interor painting of tanks and
containers, red oxide (colour unspecified)
Specification for ready mixed paint,  brushing,
petrol resisting, stoving, for interior
painting of tanks and containers, red oxide
(colour unspecified) '

Specification for ready mixed paint, slushing,
petrol resisting; stoving, for interior painting of

tanks and containers, rted oxide (colour

. unspecified)

Specification for Ready mixed paint for road
marking» (first revision)
Antifouling paint, brushing for ship’s bottom and

hulls-Specification (second revision)

Ready mixed paint, finishing, non-slip, deck —

Specification (first revision)

Specification for Ready mixed paint, undercoat,

‘ synthetic for ships

Specification for Ready mixed paint,  finishing,

exterior for ships

" Code of Practice for Painting of Ferrous Metals in

Buildings - Part 1 : Pretreatment




1S 1477 - Part 2 : 1971 Code of practice for painting of ferrous metals in

buildings: Part2 Painting

1S 9954 - 1981 Pictorial Surface Preparation Standards for

Painting of Steel Surfaces

F. Safety Standards

The, Concessionaire shall ensure compliance with the safety standards set out

under Applicable Law/international conventions, as relevant, from time to time

including those required under the following :

1.

Lo

12.

Dock Workers (Safety, Health and Welfare) Act, 1986 & Regulations
framed thereunder of 1990.

The Manufacture, Stdrage and Import of Hazardous Chemicals Rules,
1989. '

The Petroleum Act, 1934 along with the Petroleum Rules, 2002.

OISD - Guidelines — 156 (Oil Industry Safety Directorate): Fire Protection
Facilities for Port Oil Terminals. |

The Explosives Act, 1884 alongwith The Explosive Substance Act, 1983
& The Explosivé Rules, 1983 »

Guidelines by Fire Advisdr, CCE & DG FASLI, Government of India

- National Fire Codes (National Fire Protection Association — USA)
4 Drill Manual for the Fire Services of India.

International Safety Guide for Oil Tankers & Terminals.
ISPS (International Ship & Port Facility Security) Code (2003 Edition)
MARPOL CONVENTION

International Maritime Dangerous Goods Code

13. Fire protection for conveyors transporting coal with Linear Heat sensing Cables

with Nylon sheath & Infra ree detection system for black heat energy with air blower

cc;nforming to National Electrical Code.

14.Andhra Pradesh Fire Services Act 1999 ( Andhra Pradesh Fire Services Act

Amendment 2006)

15 National Building Code of India.
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1.1

1.2

13-

1.4

SAFETY REQUIREMENTS
Guiding Principles

Safety Requirements aim at reduction in injuries, loss of life and damage to property

resulting from accidents, irrespective of the person(s) at fault.

Users include motorised and non-motorised vessels and vehicles as well as pedestrians

involved in, or associated with accidents.

Safety Requirements apply to all phases of construction, operation and maintenance
with emphasis on identification of }"actors associated with accidents, consideration of

the same, and implementation of appropriate remedial measures.

Safety Requirements include measures associated with traffic management and
regulation such as signs, pavement marking, traffic control devices, Port Terminal

furniture, design elements, enforcement and emergency response.

Obligations of the Concessionaire

The Concessionaire shall abide by the following insofar as they relate to safety of the

Users:

(@)  Applicable Laws and Applicable Permits;

(b)  Manual for Safety in Port Design and Operation, issued by DoS/Trust;

(©) Provisions of this Agreement; and

(d)  Good Industry Practice.
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3 Appointment of Safety Consultant

For carrying out safety audit of the Project, the Concessioning Authority shall appoint from
time to time, one or more qualified firms or organisations as its consultants (the
“Safety Consultant”). The Safety Consultant shall employ a team comprising,
without limitation, one Port safety expert and one navigation expert to undertake

safety audit of the Port Terminal.
4 ~ Safety measures during Construction Development period

4.1 Not later than 90 (ninety) days from the date of this Agreement, the Concessioning

Authority shall appoint a Safety Consultant for carrying out safety audit at the design

stage of the project. The Safety Consultant shall collect data on all accidents which

A occurred on the Trust premises in the preceding two years by obtaining copies of the
relevant information from the Concessioning Authority. The information shall be

; analysed for the type of victims killed or injured, impacting vessels or vehicles,

location of accidents and other relevant factors.

4.2 The Concessionaire shall provide to the Safety Consultant, in four copies, the relevant
drawings contéining the design details that have a bearing on safety of Users (the
“Saféty Drawings”). Such design details shall include horizontal and vertical
alignments; sightlines;, Layout of the Project Terminal cross-section; bndges;
provision for parked vessels and vehicles, slow moving vehicles (tractors, carts) ‘and
pedestrians; and other incidental or consequential information. The Safety Consultant
shall review the design details and forward three copies of the Safety Drawings with
its recommendations, if any, to the Independent Engineer who shall record its
comments, if any, and forward one copy each to the Concessioning Authority and the

Concessionaire.

N s 4.3 The accident data and the design details shall be complied, analysed and used by the
Safety Consultant for evolving a package of recommendations consisting of safety

related measures for the Project Terminal. The safety audit shall be_completed in a




period of three months and a report thereof (the “Safety Report”) shall be submitted
1o the Concessioning Authority, in five copies. One copy each of the Safety Report
shall be forwarded by the Concessioning Authority to the Concessionaire and the

Independent Engineer forthwith.

4.4 The Concessionaire shall endeavor to incorporate the recommendations of the Safety
Report in the design of the Project Terminal, as may reasonably be required in
accordance with Applicable Laws, Applicable Permits, Manuals and Guidelines of
DoS and Trust., Specifications and Standards, and Good Industry Practice. if the
Concessionaire does not agree with any or all of such recommendations, it shall state
the reasons thereof and convey them to the Concessioning Authority forthwith. In the
event that any or all of the works and services recommended in Safety Report fall
beyond the scope of Schedule, the Concessionaire shall make a report thereon and
seek the instructions of the Concessioning Authority for funding such works in

accordance with the provisions of Article 18.

4.5 Without prejhdicé to the provisions of Paragraph 4.4, the Conéessionaire and the
Independent Engineer shall, within 15 (fifteen) days of receiving the Safety Report,
send their respective comments thereon to the Concessioning Authority, and not later
than 15 (fifteen) days of receiving suchr comments, the Concessioning Authority shall
revie;v, the same along with the Safety Report and by notice direct the Concessionaire
to carry out any or all of the recommendations contained therein with such
modifications as the Concessioning Authority may specify; provided that any works or
services required to be undertaken hereunder .sha]l be governed by the provisions

thereon. -

46  The Safety consultant, 4 (four) months prior to the expected Project completion date,
shall study the Safety Report and inspect the Project to assess the adequacy of safety
- measures. The Saféty Consultant shall complete the safety audit within a period of 4
(four) months and submit a Safety Report recommending a package of additional

safety measures, if any, those are considered essential for reducing accident hazard;



, on the Project orf Terminal. Such recommendations shall be processed, mutatis
R
e mutandis, and acted upon in the manner set forth 1 Paragraphs 43,4.4 and 4.5 of this
| Schedule.

7 The Concessmna)re shall make adequate arrangements during the Construction Period for
the safety of workers and Users in accordance with Good Industry Practice for safety In
construction ZONes, and notify the Concessioning Authority and the Independent Engineer

about such arrangements.
5 Safety measures during Operation Period

5.1 The Concessionaire shall develop, implement and administer 2 surveillance and safety
programmé for Users and workers, including correction of safety violations and
) g dveﬁciencies and all other actions necessary to provide 2 safe environment in

accordance with this Agreement.

5.2 The Cohcéssionairé shall establish a Port Safety Management | Unit (the «pSMU”) to
be functional on and after date of commercial operations (COY D), and designate on of
s ofﬁcers to be in-charge of the pPSMU). guch officer shall have specmhst

knowledge and training 10 Port safety by having attended a course conducted by 2

reputed organization on the subject-

5.3 The Concessnonalre shal] keep a copy of every FIR recorded by the Police with
respect to -any accident occurring on the Project Terminal. In addition, the
Concessionaire shall also collect data for all cases of accidents not recorded by the

police but where 2 vessel of vehicle rolled over of had to be towed away- The
Concessionaire shall also record the exact location of each accident on 2 map of the
P Port Terminal. The aforesaid data shall be submitted to the Concessioning Authority at

the conclusion of every quarter and to the Safety Consuham as and when appoihted.

54 The Concessionaire shall submit to the Concessioning Authority pefore the 3 1% (thirty

first) May of each year, an annual report (in ten copies) containing, without limitation,
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a detailed listing and analysis. of all accidents of the preceding Accounting Year and -
the measures taken by the Concessionaire pursuant to the provisions of Paragraph 5.1

of this Schedule for averting or minimizing such accidents in future.

5.5 Once in every Accounting Year, ba safety audit shall be carried out by the Safety
Consultant to be appointed by the Concessioning Authority. It shall review and
analyse the annual report andbaccident data of the preceding year, and undertake an
inspection of the Project Terminal. The Safety Consultant shall complete the safety
audit within a period of 1(one) month and submit a Safety Report recommending
specific improvements, if any, required to be made to the Project Terminal. Such
recommendations shall be processed, mutates mutandis, and acted upon in the manner

set forth in Paragraphs 4.3, 4.4 and 4.5 of this Schedule.
6 Costs and expenses

Costs and expenses incurred in comnection with the Safety Requirements set forth
herein, including the provisions of Paragraph 2 of this Schedule, shall be met m
accordance with provisions thereon, and in phrticular, the remuneration of the Safety
Consultant, safety audit, and cosfs incidental thereto, shall be shared equally between

the Concessioning Authority and ‘Concessionaire.

e
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2. RECCOMMENDED INSPECTION PERIOUDS, STRUCTURES AND PLAN FOR
THE PROJECT:

The following table suggests the penodicity for the recommended routine inspection of the
principle items of the Project is as follows of port structures and plant. Where structures or
plant may have been affected by an incident, inspection should take place immediately to
determine whether the item is fit to retumn to service. Naturally, the existence of a scheduled
periodic technicians and superviso;*y staff to maintain a continuous watch on the condition of

structures and plant and to report any sign of defect as soon as it is observed is necessary.

TYPE OF STRUCTURE OR PERIOD FORM OF
EQUIPMENT MONTHS INSPCTION
Marine Fixtures viz. Bollards, 12 Visual

Fenders, moonng rings, ladders,

mooring chains etc

Breakwaters and pitching 12 " | Visual

Buoy}s and moornng éhains ' ) 12 By diver
.Generating statioﬁs and sub-stations 12 Visual & physical
Masonry and concrete Quay Walls 12 Visual-diver as necessary
Navigation Masts | 12 Physical
‘Warehouses, s.heds etc : 12 Visﬁa]

Gutters, sheeting ' 6 Visual

_Wharves, jetties and Dolphins 12 . Visual

W orkshops and machinery 12 Visual & physical
Roads and paving v 6 Visual

Railways on Wharves and Quays 12 - Visual & physical
a) Open Track 1

Capstans T 12 ' Visua] & physical
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APPENDIX 5

PROJECT SCHEDULE

Milestone date

Activity / level of completion of project

180 Days from Date of Award of

Concession

10% of Project Works should have

been completed.

365 Days from Date of Award of

Concession

30% of Project Works should have

been completed.

730 Days from Date of Award of

Concession

100% of Project Works should

have been completed

e
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APPENDIX 6

DESIGNS AND DRAWINGS
Civil:

The VConcessionaire shall submit the scheme & Design of strengthening and dcepenigngvof GCB to

cater to 200,000 DWT vessels on their own as per the clause No.1.1.3 (xiii) of RFP document.

1.General Layout of the proposed upgradation of the berth, Conveyor system and stackyard
Developments.

2Layout of the facilities planned.

" 3.Cross section of the berth

4 Typical soil parameters considered in the design.

5. Layout of material handling facility proposed by the concessionaire

6.Sectional layout of material handling facility.

7. Detailed designs and drawings of the proposed berth. Sub structures, Super Structures and details of

piles, main beams, cToss beams, facia, deck slab etc.,

8. Detailed designs and drawings for proper conveyor system.

9. Detailed designs and drawings for the development of proposed stock yard.

10. Detailed designs and drawings for the proposed crane track, ship unloader, stacker.
11 Detai]gd designs and drawings for fenders, bollards and other marine fixtures.

12.Any other Project relevant drawings intended by the Concessioning Authority

Mechanical:

1. CALCULATIONS AND MANUALS:

The bearing life and all other relevant calculations relating to the slew assemblies shall be supplied
before testing ar_ld commissioning of the machines. Other data such as bearing manufacture number,
serial number etc. must be submitted to the Independent Engineer for future reference. Bolt
connection calculations for operating and maximum no operating conditions to be submitted. The

_manufacturer’s.quality control activities shall include the testing of all roller and/or ball races of the

" bearing for cracks or imperfections using magnetic particle testing in accordance with AS 1171or

equivalent Indian Standard. The test certificates shall be submitted along with the supply of bearing.
In addition the following information are required to be submitied.

> Installation drawings.

» Drawing(s) of bearing seating rings if app]icabi_e.

» Illustrated description of installation procedure.

o 2 1



Nurnber, position and size of jacks required.

Flatness tolerances of bearing seat prior to installation of bearing.
Under casting (grouting) procedure and matenals if applicable.
Circulanity and flainess tolerance of installed (bolted down) bearing.
Permissible elastic deformations (in operation).

Permissible bearing wear including methods and intervals of measurement.

vV V V V¥V V VY

tolerances and recommended re-torquing intervals.

> Position of bearing “soft spots™ and their required placement relative to
stationary and rotating parts of the machine.

> Proposed backlash and alignment tolerances for gearing if applicable.

> Grease types and recommended greasing intervals for the labyrinth seals,

beaning and gears as applicable.

2. DRAWINGS & OTHER INFORMATION:

2.1.
2.2.

All drawings shall be prepared using the latest version of AutoCAD.
AS BUILT DRAWINGS {in CD ROM (in AutoCAD format) and Reproducible
Tracing Format (RTF)} of the components, subassemblies, structures, electricals etc.
including, but not limited to the following, to be submitted prior to handing over:
1. General An'angement Drawings, with Principal Details and Leading
Dimensions, etc., ) |
ii. Drawings of bought out items. _
iii. Single line electrical schematic drawings, including Cable Routes, Lighﬁng
Eqmpment details, Electrical Panel Diagram and Earthing Scheme.
1v. Outhne drawmgs with principal details and leading dimensions of major
electrical equipment.
v. Diagram showing wheel loads.
vi. Schematic electronic and programmable control details.
vii. Schematic arrangement of Lufﬁng Mechanism.
viii. Schematic Hydraulic Circuits, wherever applicable.
ix. General Arrangements of Machinery House, Electrical Control Room, etc.
x. General Arrangement of the Operator’s Cabin, clearly indicating the location
of various controls and indicators. ' v

xi. Detailéd Drawings of Luffing Arrangements.

—H
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Grade and tightening methods or torques of bearing holding bolts including
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23.

24.

2.5.

2.6.

Xil.
X1i1.

Xiv.

Detailed Structural drawings.
Detailed Drawings of Bogie arrangement.
Detailed drawings of Machinery Room and Operator’s Cabin including

Power Equipment arrangement.

Technical details of all bought out items, including, but not limited to the followings,

are to be submitted along with Reclaimer, before handing over :

a)
b)

<)

d)

Parts Catalogues.

Name and Address of the Manufacturer(s).

Name and Address of the Indian Agent(s) of the Manufacturer(s), wherever
applicable. ’ '
Bearing Number(s) & Oil Seal Size(s) for all Gear Reducers and Bearing
Number(s) for all Motors.

“AS CONSTRUCTED” Performance Specification, including the followings, are to

be submitted along with each, before handing over:

a)
b)
<)
d)
©)

Wheel loads.

Operating Speeds.
Commissioning Test Results.
Statutory Test Certificates.

Others as per Scope of Work.

Major Technical Details and Make / Brand of the following items, are to be

submitted along with each Equipment, before handing over:

2)
b)
)
d)

-2.6.1.

Motors.
Switch Gears.
Power Electronics, Control System and PLCs.

Hydraulic Power Packs.

- OPERATION & MAINTENANCE MANUAL:

The contractor shall have to provide also Operating and Maintenance (0&M)
Manual, which will cover the operation, lubrication, maintenance and
inspection of the Equipménts, including routine and major- maintenance of
mechanical and electrical components. Routine and major inspection of the
structure shall be covered by the structural maintenance manual. Detailed
electrical drawing shall have to be included with each O&M Manual. The
O&M Manual shall be hard bound and indexed for easy reading. The
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Contractor shall furnish 6 sets O&M Manual along with supply of each

Equipment.

2.6.2.Following manuals to be provided with Equipments before handing over:
a) All Technical and Operating Instruction Manuals for the Equipments and
components.
b) Manuals for Setting up and Test Procedures.
¢) Manuals for Operational Duties and restrictions.
d) Manuals for Maintenance for enabling the technicians to undertake all
necessary repairs, disassembly, re-assembly, fault finding procedures an;i any

other maintenance or repair procedures, required to be undertaken.

2.7. DESIGN APPRAISAL AND APPROVAL OF QUALITY ASSUARANCE PLAN:
The design of the equipments are to be appraised to the Independent Engineer, to be
appointed. The successful BOT Operator will submit the Quality Assurance Plan
(based on Technical Specification &'Scope of Work) to the ** Independent Engineer”
for approval, duly recommended by the 3rd Party Inspection Agency. Afier approval
of the Qua]ity Assurance Plan (QAP) by the “Engineer”, inspection will be carried
out by the 3rd Party Inspection Agency, based on the approved QAP Technical
Parameters & Scope of Work. ‘

Note: 1) All dimensional drawings 6 sets should be shpb]ied at the time of handing over the

machine
S.No. . Description Quantity
1 Dimensional drawings 6 sets
2. Spare parts catalogue 6 sets
3. Operation manual 6 sets
4. Maintenance manual 6 sets
5. Electrical circuit diagram 6 sets

DESIGN OF BERTH STRUCTURE:

The berth design shall be based on the detailed survey and investigation data collected by the
COI)CCSS]ODaIre The drawings prepared on the basis of these designs along with the drawings
required shall form part of the Concession Agreement.

All the designs and drawings shall be submitted to the lﬂdependent Engineer for review and

e



comments. The work shall be carried out in accordance with these drawings and such other

LN additional drawings prepared or modified as per comments of the Independent Engineer.
Berth design :
The Concessionaire unless otherwise specified may adopt any type of structure for the
berth construction.
Design Criteria :
The loading standards for the berth (GCB) will have to conform to the Bur;:au of
Indian Standards in the absence of which other relevant standards may be followed.
The following data is to be used in designing the berthing structure.
A) Vertical live load :
e 1) Electrical wharf crane with 10.00 Mtrs. gauge with 5% impact factor.
o | (Detailed sketches showing loading of the crane wheels are enclosed)
(Annexure-A), the design should also cater for an increase in the loading up
to 50% over those given in the sketches.
11) B.G. Railway main line loading with impact factor anywhere on wharf (As
per Railway Standard). o
11) Loaded crawler crane (contact area of each track about 0.90 m X 4.6 m)
dead weight of the crane being 99 T: and lifting capacity 100 tonnes at
lifting radius 4.50m. LR.C. 70 R tracked or wheeled vehicles loading (IRC
6) _ :
1v) Uniformly distributed load of 5 tonnes per Sq. Mtrs. on the wharf and on fill
behind (IS 4651 Pt.II).
v) - The deck elements shall also be designed for localized concentrated loads.
For this purpose a concentrated load of 20 tons with line contract of 1.00' M.
. is to be considered on a width of 0.20 M.
A
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B) LATERAL LOAD:

1

1)

iii)

1v)
v)
vi)
vii)

Viit)

Earth pressures :
Due to soil in contact with the structures including the effect of surcharge
loading of 5 t./sq.m. behind the berth. For computation of earth pressure,

the soil parameters as per the design soil profile given earlier shall only be

followed.

Berthing impact. .
A horizontal reaction forces of 240 tonnes on any fender unit. For locations
other than at fenders units, the facia wall and the structure behind shall be

designed to withstand a horizontal impact force of 30 tonnes as a point load.

Bollard pull:

90 tonnes on each of the bollards to act simultaneously on all the bollards of

every unit of berth from joint to joint.

Braking forces of 1/40™ vertical live load.
Seismic and wind force as per relevant IS code.
The effect of temperature on shrinkage forces.
Design drédge depth (-) 20.00m.

Permissible Stresses, partial safety factors for loads. ’ '!
|

SUB-STRUCTURE

a) Limit state method of design is to be adopted and partial safety factors on

materials and loads are as follows : -

S
if)

fi)  Load factors : DL LL and Earth pressure (E.P) - 1.50

o

Partial safety factors for materials strength of concrete : 1.50

Allowable stress in steel :
Under factored load condition — 250 N/mm?

Under working load condition — 165 N/mm’
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b) No increase in the permissible stress is allowed under the load combination of

1.5 (DL + LL + EP)

" ¢) Surface crack width is limited to 0.004 times the clear cover to the main

reinforcement.

d) M30 grade of concrete and FE 415 grade of steel are to be used.

SUPERSTRUCTURE:

a) Limit state method of design is adopted and partial safety factors on

materials and loads are as follows:

)
i)

i)

Partial safety factor for material strength of concrete : 1.5

Allowable stress in steel: -

Under factored load condition — 250 N /mm?

Under working load condition — 165 N/mm’

Load factors.

a) DLLL and é'arth pressure — 1.50

b) 15% increase in the 5llowed stress in steel 1s ail_owed while
desi gning the dock system for load combination of 1.5 (DL +
LL +EP). | ‘

c) Surface crack width is limited to 0.004 times to clear cover to
the main reinforcement.

d) M30 grade of concrete and Fe 415 grade of steel are to be
used. ' _ |

e) Minimum reinforcement in piles shall be 0.8% of the cross

" sectional area for any type of pile.

f) No alternative system with anchors (dead man etc., extending
beyond th§ rear face of the berth will be consider_ed). ~.

g) Required Holes of préssure relief in the dock shall be
provided.

h) Expansion joihts in the structure shall be provided as

required.
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Design of structures;

General:

1)

1)

The complete structure shall be designed to be safe against collapse and to
maintain at all times and acceptable serviceability level. These shall also be
designed to be durable to withstand the deteriorating effects of climate and

environment.

Suitable arrangement shall be planned, designed, constructed by the
Concessionaire and the details shall be submitted to the Independent Engineer
for review and comments. It is further agieed that any failure or omission of
the Independent Engineer to review and/ or comment hereunder shall not be
construed or deemed as acceptance of any such agreement or document by the
Authority. No review and/or observation of the Independept'Ehginecr and/or
its failure to review and/or convey its observations on any document/drawing
shall relieve the Concessionaire of its obligations and liabilities under this
Agreement in any manner nor shall the Authority be liable for the same 1n any
manner whatsoever. |
The Concessionaire is encouraged to adopt innovative / latest techniques in -
design, construction and use of new materials. However, in all such cases
Concessionaire shall submit all the relevant details along with guidelines and
proprietary literature proposed to be followed to Independent Engineer for
review and comments. It is further agreed that any failure or omission of the
Independent Engineer to review and/ or comment hereunder shall not be
construed or deemed as acceptance of any such agreement or document by the
Authority. No review and_/or. observation of the Independ.ent Engineef and/or
its failure to revieW and/or convey its observations on any document/drawing
shall relieve the Concessionaire of its obligations and liabilities under this
Agreement in any manner nor shall the Authority be liable for the same in any

manner whatsoever.
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Type of Structure:

1) The Concessionaire may choose any type of structure and structural system.
Design and layout of structures shall be suitable for the soil / site conditions.

i) The berth sup‘er structure, sub-structure and foundation may be of plain or
reinforced concrete, pre-stressed concrete or steel concrete composite
construction.

iii)  The following type of structures shall not be accepted: ,

a) Steel sheet pile wall type of construction. ‘

b) Wooden piled jetty.

Design period:
The structure shall be designed for design life of 50 (Fifty) years.

Width of the berth:
The Widih of the berth shall be not less than 21.0m

Analysis and design of structures:

All stmcture§ and their individual components shall be designed and deve]oped as per
the latest relevant Indian Standard Codes depending upon the type of structure /
individual component proposed to be provided. The minimum cross sectional
dimensions of each component shall be pfovided so as to satisfy the requirements
specified in the relevant IS codes and the design shall take in to account long term
durability,  serviceability, constructability, construction methodology and
environmental factors. The earth retaining structures shall be designed for lateral earth

pressure, surcharge and hydrostatic pressufes and other horizontal loads.

Design report and Drawings:
The Concessionaire shall furnish the detailed report including designs and drawings
for each component of the Project such as layout plan, berth structures, drainage,

fixtures and other user facilities etc., as per the requirements  specified to the

| Independent Engineer for his review and comments if any. Itis further agreed that

any failure or omission of the Independent Engineer to review and/ or comment

hereunder shall not be construed or deemed as acceptance of any such agreement or




document by the Authority. No review and/or observation of the Independent
Engineer and/or its failure to review and/or convey its observations on any
document/drawing shall relieve the Concessionaire of its obligations and habxlmes
under this Agreement in any manner nor shall the Authority be liable for the same in

any manner whatsoever.

MATERIALS

General:

Sourcing of all matenals as well as compliance with Environmental requirements
under the Apphcable Laws in respect of all works to be executed under the
Concession Agreement shall be the sole responsibility of the Concessionaire. All
materials whether natural (such as earth, gravel, sand, aggregates etc.,) processed
(such as concrete mixes, bitumen) or manufactured (such as cement, steel, bo]lardé,
fenders, ladders, crane rails etc.,) shall be incorporated in the work only if they are
tested and found to meet the requirements of the standards or in the absence of the

same conform to the Good Industry Practice.

Natural Materials:

Physical requirements of earth, gravel, sand and aggregates shall conform to the
requirements of the provisions of the relevant Indian Standards.

Natural aggregates when crushed and blended for various uses different size fractions
shall be propornoned to form gradmg conforming to the requirements of the relevant

Indian Standards as are relevant to the intended use of the matenal.

Processed materials:
Cement concrete mixes:
Concrete mixes plain or reinforced shall be design mixes designed in accordance with
the provisions of IS 456. Concrete of M-30 grade or higher shall be used for the
project except _for the levéling course in foundations where M-15 grade concrete shall
be used. Specific requirements of the mixes (such as workability, water cement ratio,

use of admixtures, grades of cement and steel, minimum ‘and maximum cement



content, 7 days and 28 days strengths etc.,) shall be as per those provisions of relevar

Indian Standard specifications as are relevant to the intended use of the concrete mix.

Bituminous mixes:
Bituminous mixes shall be hot mix type and shall be designed in accordance with th

provisi.ons of MOST specifications as relevant to the type of mix intended to be used.

Manufactured materials:

Cement:

Ordinary Port land cement grades 33, 43 and 53 conforming to 1S : 269, IS : 8112 an«
IS : 12269 respectively or Port land slag cement conforming to IS : 455 shall be usec
subject to the condition that the design cement content does not exceed 540 KG/cun
and the minimum requirement of cement from durability considerations are provided
It 1s expressly clarified that the use of Port land pozzolana cement shall not b

permissible for any structural concrete.

Bitumen:
Paving grade bitumen confmnihg to IS : 73 shall be used. Crumb rubber modified bitumer
(CRMB) and polymer modified bitumen (PMB) conforming to IRC : SP: 53 shall be used.

Steel: _
High yield strength deformed (HYSD) reinforcing bars of Fe -415 grade conforming

to 1S:1786 and high tensile strength pre-stressing tendons conforming to 1S:6006 shall
be used.

Expansion joints, anchorages, fenders, bollards, ladders shall meet the relevant provisions of
the Indian Standard Codes, recommendations of the system providers, manufacturers testing

and certification and the designers design assumptions.

The Concessionaire may use other construction materials for which a detailed design

procedure to be adopted shall be furnished to Independent Engineer Ifor' review and

comments. ' A %
Ve | | |
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APPENDIX 7

TERMS OF REFERENCE FOR INDEPENDENT ENGINEER

1. Role and functions of the Independent Engineer
The Independent Engineer is expected to play a positive and independent role in
discharging its functions, thereby facilitating the smooth implementation of the
Project.
The role and functions of the Independent Engineer shall include the following:
) review of the Designs and Drawings;
@) review, inspection and monitoring of Construction Works and submit
fortnightly progress reports to both Concessionaire & Concessioning Authonty.
(i)  conducting Tests on completion of construction and issning Completion /
Provisional Certificate; V
(iv)  determining, as required under the Agreement, the costs of any works or
services and / or their reasonableness;
) detérmining, as required under the Agreement, the period or any extension
_ thereof, for performing any duty or obligation; ‘
(vi)  assisting the Parties in resolution of disputes on all technical matters as per the
Concession Agreement. and
(vil) undertaking all other duties and functions as envisaged under the
Agreement.
2. Review of Designs and Drawings

®

The Independent Engineer shall undertake a detailed review of the Designs &

Drawings to be fumished by the Concessviona-lire along with supporting data,

including, if relevant the geo-technical and hydrological investigations,

characteristics of materials from borrow areas and quarry sites, topographical

surveys and traffic surveys. The Independent Engineer shall complete such review

and send its comments in accordance with the Agreement. In particular, such

comments shall specify the conformity or otherwise of such Designs &

Drawings with the Project Requirements, Construction Standards and Safety

. Standards.

e

=
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b i)
(ii1)
(@)
)
(vi)

The Independent Engineer shall review the detailed design, construction
methodology, quality assurance proceduresand the procurement,. engineering
and construction time schedule sent to it bythe Concessionaire and furmish its
comments. The Independent Engineer shall take into account comments
and suggestions of the Concessioning Authority, if any while furnishing the

comments.

The Independent Engineer shall review the monthly progress reports as

regards the Construction Works.

The Independent Engineer shall inspect the Construction Works once
every month, preferably after receipt of the monthly progress report from the
Concessionaire, but before the 20th (twentieth) day of each month in any
case, and make out a report of such Ainspection (the ‘-‘Inspection
Report”) setting forth an overview of the status, progress, quality. and
safety of construction, including the work methodology adopted, the
materials used and their sources, and conformity of Construction Works
with the with. the Construcfion Standards and Safety Standards. In a’
separate section of the Inspection Report, the Independent Engineer shall
describe in reasonable detail the lapses, defects or deficiencies observed by it

i the Construction Works.

The Independent Engineer may inspect the Construction Works more than
once in a month if any lapses, defects or deficiencies . require such

inspections. <

For determining that the Construction Works conform to Constr_ucti()n
Standards, the Independent Engineer shall require the Concessionaire to carry
out, or cause to be carried out, tests on a sample basis, to be speciﬁéd by the
Independent Engineer in accordance with Good Industry Practice for quality assurance.
The Independent Engineér shall issue necessary directions to the
Concessionaire for ensuring that the tests are conducted in a fair and efficient

manner, and shall monitor and review the results thereof.
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(vii)

(viii)

- (0

x)

()

The tests shall be undertaken on a random sample basis and shall be n addition
to, and independent of, the tests that may be carried out by the Concessionaire

for its own quality assurance in accordance with Good Industry Practice.

In the event that the Concessionaire carries out any remedial works for
removal or rectification of any defects or deficiencies, the Independent
Engineer shall require the Concessionaire to carry out, or cause 1o be
carried out, tests to determine that such remedial works have “brought the

Construction Works into conformity with the Construction Standards.

In the event that the Concessionaire fails to adhere to the Project Schedule and
complete the Construction Works on the specified Milestone Dates, the
Independent Engineer shall undertake a review of the progress of
construction and identify potential delays, if any. If the Independent
Engineer shall determine that completion of the Project is not feasible

within the time specified in the Agreement, it shall require the

Corncessionaire to indicate within 15 (fifteen) Days the steps proposed to be™’

taken to expedite progress, and the period within which the Project shall be

completed. Upon receipt of a report from the Concessionaire, the -

Independent Engineer shall review the same and send its comments to the

Concessioning Authority and the Concessionaire forthwith.

If at any time during the Construction’ Period, the Independent Engineer
determines that it is not safe to camry on Construction Works for any
reason whatsoever including if the Concessionaire has not made adequate
arrangements for the> safety of workers or other third parties or that any
work is being carried out in a manner that threatens such safety, it shall
make a recommendation to the Concessioning  Authority forthwith,
identifying the whole or part of the Construction Works that should be

suspended for ensuring safety in respect thereof.

Upon remedial measures being taken by the Concessionaire for securing the

safety of suspended works, the Independent Engineer shall inspect the safety

4
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(xii)

(xiii)

measures for adequacy and recommend whether or not such suspension

may be revoked by the Concessioning Authonty.

If suspension of Construction Works is for reasons not attributable to the
Concessionaire, the Independent Engineer shall determine the extension of
time for completion, o which the Concessionaire 18 reasonably entitled, and

shall notify the Concessioning Authority and the Concessionaire of the same.

The Independent Engineer shall carry out, or cause 10 be carried out, all the
Tests specified 1n the Appendix hereto and issue a Completion
Certificate of Provisional Certificate, as the case may be, 1n accordance

with the provisions of the Agreement.
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Annexure

Tests

CI1VIL:

)

2)

3)

4)

5)

6)

All materials to be used, all methods to be adopted and all works performed shall be strictly
in accordance with the relevant 1S specification for the Project Requirements. The relevant
specification for the safety and navigational aspects shall be referred for the type of tests and
frequency of tests. For this purpose, the responsibility of the Concessionaire and their

Contractors will be as per the relevant provisions of this Agreement.

The Concessionaire shallbcarry out quality control tests on the material and works at the
frequency stipulated in the respective IS codes. The tests on equipments and machinery shall
be ensured while its manufacturing and subsequent installation at site. In case of absence of
clear indication of the frequency and type of tests the best industrial practicev shall be used for

testing with the approval of the Independent Engineer.

The Concessionaire shall carry out all necessary tests on materials and works independently

and keep their records for reference. The Concessionaire shall prepare a quality audit manual

in consultation with the Independent Engineer to ensure better quality of work.

The provisions of type and frequency of test in relevant IS codes are minimum. The
Concessionaire shall conduct all possible tests to ensure quality construction and installation
of equipments and machinery. -

The Independent Engineer at his discretion and consistent with the sound engineering
practices shall carry out any non-destructive test on completed works, structures, equipments

and machinery and any other component to ascertain the soundness of the work. .

Schedule of tests. A
@) the Concessionaire shall submit a detailed inventory and particulars of all works
and equipment and machinery forming part of the Agreement

(i1) The Concessionaire shall notify the Independent Engineer for its readiness for

tests to be conducted
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7 7 Tests:
RN 1)

()

(iii)

(iv)

™)

v

(vii)

Visual and physical test: The Independent Engineer shall conduct a visual and
physical check of the Port requirements to determine that all works and

equipment forming part thereof conform to the provisions of the Agreement.

Test drive: The Independent Engineer shall arrange for test drives of the movable
equipment for the quality of service as per the relevant provisions of the IS codes
for manufacture and testing of equipments and machinery

Structural test: All the equipment and machinery and structures shall be subjected

10 load test as the case may be for ascertaining safe working loads.

Environmental Audit: The Independent Engineer shall carry out a check to
determine conformity of the Project Requirements with the environment

requirement set forth in Applicable Laws and Applicable Permuts.

Safety Review: Safety Audit of the project requirements shall have to be
undertaken with the assistance of the relevant statutory authorities and determine

conformity of the Project Requirements with the provisions of the Agreement.

‘The procedures for tests: The procedures as stipulated in the relevant IS

specifications shall be adhered and the equipments for testing shall be ammanged

through the Concessionaire.

The Independent Engineer shall obtain a copy of operational and maintenance
manuals of the Project Requirements from the Concessionaire and verify the
contents of the manual in order to meet the following requirements. |
The operation and maintenance manual shall essentially -comprise of _general
requirement of O&M, O&M plans, replacement of maintenance parts, _schedulc
of routine maintenance, schedule of preventive maintenance and periodic

maintenance. The manual will also cover the minimum maintenance requirement

" to adhere to the Performance Standards as per the provisions of this Agreement.

. The manual shall generally cover the expected failures and time taken for repairs

and maintenance.

o
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8) The test procedures shall be followed as per ASTM, BIS, IS

9) The Tests shall also satisfy the appropriate Authority and Certification
(1) Dock safety Directorate
(1) Environmental Authority
(iii)  Director of Explosives
(iv) Fire
v) Ground Water Authority

(vi) Customs

MECHANICAL

Load tests:
1. Prior to being placed in service, the conveyor system & equipments shall be tested under over load
conditions as below: V .

1.1.  Dynamic test : The dynamic test shall be carried out with a Joad of 120 percent of the
safe working load. All motions shall be carefully operated in turn with out checking
speeds or temperature rises in the motors. | |

1.2.  Static test: ’fhe static test shall be carried out with a load equal to 140 per cent of the
safe working load. This test shall be carried out under still conditions and consists of
hoisting the safe working load to small distance above the ground and then adding
the require surplus with out shock.

1.3 Acceptable tolerances for rail mounted equipments: Acceptable tolerance on trolleys

& the trolley rail centre distances shall not differ. from the nominal dimension by
more than +/- 3 mm.

14 The difference in height of two opposite points of the trolleys, track perpendicular to
the travel direction of the trolley shall not exceed 0.15 percent of the trolley rail-
centre distance, with a2 maximum of 10 mm. ‘

1.5 The axis of the wheel axle bores shzﬂl be within an angular deviation in the horizontal
place of +/- 0.04 percent from its theoretical position.

1.6 The axle bores of the wheels opposite to each other and if wheels are mounted in
bogies, the axis of the bogies pins of the unwrapped trolley and unloader bridge shall
have an alignment divergence in the vertical p]ane, less than 0.15 percent, maximum

2 mm of the trolley wheel centre distance.



1.7

1.8

1.9

1.10

1.11

2. Inspection

2.1.

‘2.2

23.

The centres of the wheels rolling on a common rail shall not diverge more than +/- 1
mm from the rail centre.

For bushed wheels the above tolerances apply with the wheels in a central position
between the wearing plates at either side of the wheel boss.

The diameter tolerance of the wheel shall correspond to ‘h9’ as per 1S 919 (part D:
1993.

The above tolerance apply to.non—dn'ven wheels also as the wheels shall have to be
interchangeable.

It is assumed that with the trolley positioned in the centre of the span the deflection

of both rail tracks shall be approximately equal.

& Testing Before Shipment / Transportation to theYard:

Following Testing / Inspection / Checking should be carried out in presence of the
3rd Party Inspection Agency, before Shipment / Transportation to Yard:
a) Stage-wise inspection of matenal (including test for bought out items),
welding, casting & forging, assemblies, subassemblies, painting, etc.

b) Verification of all critical dimensions.

—— ¢) Checking and testing of all motions, without load (physically in coupled /

decoupled condition or deriving from the test results).

Copies of all test & checking reports and certificate regarding successful completion
of design shall have to be submitted to the Engineer before shipment. Based onthe
satisfactory test report and design appraisal certificate, the despatch clearance will be

given by the Engineer, before shipment.

FINAL TESTING & COMMISSIONING:

After completion of the erection and installation of the Reclaimer, all equipment. and

machinery shall be tested and the same shz{ll be run without load and all necessary

adjustments shall then be completed.

Following Testing/ Inspéction / Checking should be carried out in presence of

the Independent Engineer at the site.

a) Tests for Long travel Operation, Boom Luffing Range, Boom Slewing Range as
per Principal Technical Parameteré, including all specified movements, etc.

b) Operation of all limit switches, safety trips, cut outs, emergency stops and control

device.
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c)

d)

Endurance Test:

Endurance Test for minimum 12 hours operation (in 3 phases of continuous work
for minimum 4 hrs.), shall have to be shown by the Contractor at site ..
Demonstration of guaranteed capacity.

The Contractor shall have to demonstrate regarding achieving the guaranteed
capacity of 4500 MT per hour , before handing over, as per the procedure
detailed below. The Contractor shall demonstrate that the Conveyor system &
equipments shall be able to meet the guaranteed capacity requirement specified
herein without any undue strain and vibration. It shall be able to achieve the
speed of various motions as assumed for guaranteed capacity calculation by the
Contractor. The test for guaranteed capacity shall be carried out for continuous
operation for 1 ( one ) hour. Such test, as described above, shall be repeated three
times and average quantity of Coal reclaimed ( in MT ) thereof will be used to

arrive at the guaranteed capacity of 4500 MT per hour.

2.4. INSPECTION OF WELDING JOINTS, CASTING & FORGING:

a)

All welding work, casting and forging shall be subjected to radiographic or

ultrasonic testing. as per design requirement and Test Certificate shall be

furnished. The Engineer or his representative or the third party inspection agency

b)

)

d

€)

reserves the right to examine the radiographic films of welding joints
independently. In case of difference of opinion on a radiographic film about the
soundness of any welding joint between the Contractor and the Engineer, the
opinion of any Govt Testing Laboratory / Institution or Govt. Recogpized
Testing Laboratory / Institution in India shall govern. »

Suitable means shall be adopted n identifying each radio graphically tested joint
with reference to the radiographic films even after commissioning and the same
information shall be furnished to. the Employer at the time of delivery of the
equipment for documentation.

Minimum 300 rmlhmeters for each 1000 m)]hmeter length of welding joints shall
be radio graphically tested whenever design / manufacturing drawings call for
testing. '

The Engineer reserves the right to test radio graphxca]]y about 3% length of any
other welding joints, which are not covered in above para(ii).

1f any of the tests shows defective welding, further test shall be carried out. All
such tests shall be at the Contractor’s cost.
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f) All radiographic quality welding joints shall be principally grade ‘black’.
However, grades ‘blue’ and ‘gr_een" will also be acceptable, subject to the
approval of the Engincer, on tension and shear load-carrying members

respectively provided they are of short lengths.

3.STANDARDS, ACTS, RULES:

4.0

3.1
3.2.

3.3.

34.

The system of units known as the System International (S.1.) shall be adopted.
The work shall be carried out in accordance with the requirements of the latest
revision of the applicable Indian Codes. Where Indian Codes are not available,
suitable International Codes will be applicable. ‘

The minimum Standard for Material and Components, to be used. However, for the

Material and Components, which are not specified, Standard should be as per IS/ BS
/EN/DIN/JIS / 1SO / IEC. '

~Relevant aspects of following Rules / Code of Practices should also be followed and

complied with:

L Indian Factories Act.
L. Indian Electricity Rules.
HL Indian Electricity Act.
Iv. Other local regulations.

TEST FOR ELECTRICAL SYSTEM:

Before any electrical system is put to use, the Contractor shall carry out all the tests as per

Indian Electricity Rules and IEC / IEE or equivalent international standards for electrical

installations

4.1

4.2.

Motors control win'hg and other e]e;:trical equipment shall be designed and tested in
accordance with the latest version of applicable Indian Standard specifications.
Whete no Indian standard is available equipment shall confirm to relevant British
standard / VDE / IEC specifications. |

Air conditioning: In the interest of long life and reliable operation, electronic

components and other components sensitive to temperature, humidity and dust, shall

‘be located in air-conditioned space(s).

Communication facilities: Inter-communication facility within the equipments is

recommended.
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43 Automation: Where considered essential automation may be provided to reduce
physically and psychological stress of operator. Provision shall be kept for over
riding automation. -

Tests on electrical equipment:

a) The transformer and motor shall be given tests by the manufactu_rer according to their
respective standards; manufacturer shall provide certified test reports. The switchgear
shall- be tested after assembly at the factory of wiring and functioning of the
equipment.

b) After installation, all circuits and equipment shall be tested by the Contractor for

| grounds, short circuits and proper operation. ‘

c) All cables, motors, instrument transformer and all dry type transformers shall be
meggered by the Contractor and a log kept of such tests. This log shall be certified by
the Engineer before completion of the job both as test and date of test.

d) | The 415 volts circuit breakers and starters shall be given a die-electric test of 2000
volts for the minute between Live parts and ground and between opposite polarities.
The wiring ahd control circuits shall be given a dié—electric test of 1500 volts for one
minute between live parts and ground.

€) All major equipment such as transformers switchgear, motor control centers etc., and

motors shall be energized initially in the presence of the Independent Engineer.

+ %
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APPENDIX 8

PERMITS AND CLEARANCES PROCURED BY THE CONCESSIONAIRE /
CONCESSIONING AUTHORITY

Procurement of MOoEF clearance for the Project will be the responsibility of the
Concessioning Authority. However, the stipulations put forth by MoEF while granting the
Environmental Clearance including the Environment Management Plan shall be the
responsibility of the Concessionaire.

Concessionaire 1s liable to obtain Applicable Permits as and when required before commencement of

the construction works.

A. The following is list of Applicable Permits, the list of Applicable Permits is not exhaustive
however, the Concessionaire will have to ascertain independently the Applicable Permits and

indicate time frame for obtaining the Applicable Permits.

Activity

Environmental Clearance Consent for Establishment (CFE) under the provisions of water
Air (P& C) Act 1981 from Andhra Pradesh

(P&C) Act 1974 and

Authority

State Pollution Control Board.

e,
Plot Plan approval I Dock safety Inspector / OISD guidelines.
- ; S
Electrical Installations | Electrical Inspectorate, Govt. of Andhra Pradesh
/———/ i
Fire Safety Concerns Chief Fire Officer, Hyderabad OISD guidelines or

Applicable international codes / practices

B. The following is a list of the Applicable Permits availablc with the Concessioning Authority
' Activity " Authority

]
Port Limit Notification Ministry of Shipping

-
Custom Notification for Part of area__ Commissioner of Customs.
roposed to be leased.

Environmental Clearance Prior Environmental clearance from MOEF, New Delhi.

TR G
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APPENDIX 9
PERFORMANCE GUARANTEE

(PROFORMA OF BANK GUARANTEE)*?

THIS DEED OF GUARANTEE executed on this the ---- day of at - by
M/s. -----—--- Bank having its Head/Registered office at --------=--==-====- ~ =
___________________ hereinafter referredto as “the Guarantor” which expression

shall unless it be repugnant to the subject or context thereof include its successors and
assigns;

v

In favour of

THE VISAKHAPATNAM PORT TRUST, a body corporate constituted under the
provisions of the Major Port Trusts ~ Act, 1963 and having 1its Administrative
Office at VISAKHAPATNAM -530035, ANDHRA PRADESH, INDIA (hereinafter referred
to as “the Board” or “the Concessioning Authority”) which expression shall, unless

repugnant to the context or meaning thereof include its administrators, SUCCESSOTS O assigns.

WHEREAS

a) The Board, vide its Request for Proposal dated 12.12.2009 (“the RFP”) invited
duly short listed  bidders to implement a project envisaging Planning, Designing,
Engineering, Installation, Fihance, Operation & Maintenance of Mechanised Coal
Handling Facilities and Upgradation of General Cargo Berth (GCB) at Outer Harbour of
ViSak};/apvatnam Port to cater 200,000 DWT Vessels on DBFOT basis by Privaté Sector

Participation (more particularly described in Appendix 1 and hereinafter referred to
as “the Project”); ’

2

b) After evaluation of the bids received in response to the RFP, the Board accepted the
bid of the consortium comprising of Sterlite Industries (India) Limited, and

Leighton Contractors India Private Limited (“the Consortium”) and issued the Letter of

Intent No ICME/MOF/GCB/2010/1307 dated March 1, 2010.

40 7o be issved by a Scheduled Bank in India.

e S -
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c) »
d)
€)

(“LOI”) to the Consortium/ Applicant requiring, inter alia, the execution of the
Concession Agreement, (“the Concession Agreement”) the draft whereof was

provided in the RFP;

Pursuant to the LOI the Applicant / Consortium has proinoted and incorporated a
special purpose companyVIZAG GENERAL CARGO BERTH PRIVATE LIMITED
(“the Concessionaire”), to enter into the Concession Agreement for undertaking, inter
alia, the work with respect to the Project referred to in Recital (a) above and to

perform and discharge all its obhigations there under.

In terms of the LOI and the Concession Agreement, the Concessionaire is required to
furnish to the Board, a Performance Guarantee being an unconditional and
nrevocable Bank Guarantee from a Scheduled Bank for a sum of Rs.222.05 Millions
(Rupees Two hundred twenty two decimal zero five Million) as security for due
and punctual performance / discharge of its obligations under the Concession
Agreement during the Construction Phase, A

At the request of the Concessionaire, and for valid consideration the Guarantor has
agreed to provide guarantee, being these presents gﬁaranteeing the due and
punctual perfonnaﬁcc / discharge by the Concessionaire of its obligations under the

Concession Agreement during the Construction Phase.

NOW THEREFORE THIS DEED WITNESSETH AS FOLLOWS:

3.

Capitalized terms used herein but not defined shall have the meaning assigned to

them respectively in the Concession Agreement.

The Guarantor hereby irrevocably and unconditionally guarantees the due

execution and punctual _performance by M/s. VIZAG GENERAL CARGO

.BERTH PRIVATE LIMITED (“the Concessionaire”) of all its obligations under the

Concession Agreement during the Construction Phase.

The Guarantor shall, without demur or protest, pay to the Board sums not
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exceeding in aggregate Rs.222.05 Millions (Rupees Two hundred twenty two

decimal zero five Million) within five (5) calendar Days of receipt of - a  written
demand therefor from the Board stating that the Concessionaire has failed
to meet its performance obligations under the Concession Agreement during
the Construction Phase. The Guarantor shall not go into the veracity of any breach
or failure on the part of the Concessionaire or validity of demand so made by the
Board and shall pay the amount specified in the demand notwithstanding any
direction to the contrary given or any dispute whatsoever raised by the
Concessionaire or any other Person before any court, tribunal, expert, arbitrator or
similar proceedings. The Guarantor’s obligations hereunder shall subsist until all
such demands of the Board are duly met and discharged in accordance with the
provisions hereof. Any such demand made on the Guarantor by the Board shall be
conclusi&e, absolute and unequivocal as regards the amount due and payable by the‘
Guarantor under this Agreement. The Concessioning Authority shall at all times at
its sole discretion have the absolute and unconditional right to call upon the Guarantor

to pay the amount under the Guarantee.

In order to give effect to this Guarantee, the Board shall be entitled to treat the
Guarantor as the principal debtor. The obligations of the Guarantor shall not be
affected by any variations in the terms and conditions of the Concession
Agreement or. other docurri‘ents or by the extension of time for perfermance
granted by the Board or postponementnon exercise / delayed exercise of any of its
rights by the Board or any indulgence shown by‘ the Board to the Concessionaire and
“the Guarantor shall not be relieved from its obligations under this Guarantee on
account of any such vanation, exiension, postponemeﬁt, non exercise oOr
delayed exércise by the Board of any of the Board’s rights or any indulgence
shown by the Board; provided nothing contained herein shall enlarge the

Guarantor’s obligation hereunder.

This Guarantee shall be unconditional and irrevocable and shall remain in full
force and effect until Scheduled Project Completion Date and for a period of
twelve months thereafier unless discharged / released earlier by the Board in

accordance with the provisions of the Concession Agreement. The Guarantor’s
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liability in aggregate shall be limited to a sum of Rs.222.05 Millions (Rupees Two

1 > . 1
N hundred twenty two decimal zero five Million).

6. This Guarantee shall not be affected by any change in the constitution or winding up,
insolvency, bankruptcy, dissolution or liquidation of the Concessionaire / the
Guarantor or any absorption, merger or amalgamation of the Concessionaire/the
Guarantor with any other Person.

7. Any payment made bereunder shall be made free and clear of, and without
deduction for or on account of taxes, levies, imposts, duties, charges, fees,
deductions, or withholding of any nature whatsoever.

8 The Guarantor hereby irrevocably and unconditionally undertakes, agrees and
acknowledges that its obligations as a Guarantor hereunder:

e
a. shall not be affected by the existence of or release or variation of any other
guarantee or security for any of the obligations of the Concessionaire
- under the Concession Agreement;

b.- shall not be affected by any failure by the Concessioning Authority to
perform any of its obligatiéns under the Agreement;

c. shall not be affected by any failure or delay in payment of any fee or other
amount payable to the Guarantor in respect hereof;

d. shall not be affected by any exercise or non-exercise of any right, remedy,
power or privilege of any person under or in respect of any payment
obligations of the Conoessionaire under the Concession Agreement;

_ e. shall not be affected by any failure, omission or delay on the
Concessioning Authority’s part to enforce, assert or to exercise any right,
CL power or remedy conferred on the Concessioning Authority in this
K ' '
Guarantee;
f. shall not be affected by any act, omission, matter or thing which, but for this



10.

11

IN

clause would reduce, release or prejudice the Guarantor from any of the
obligations under this Guarantee or prejudice or diminish  the obligations
in whole or in part.
The obligations, covenants, agreements and duties herein shall not be subject to any
counterclaims, cross claims, set offs, deductions, withholdings, diminutions,
abatements, recoupments, suspensions, deferments, reductions or defence for any
reason whatsoever and the Guarantor, shall have no right to termunate this
Guarantee or to be released, relieved or discharged from any of its obligations,

covenants, agreements and duties hereunder for any reason whatsoever.

.

The Guarantor has power to issue this guarantee and discharge the obligations
contemplated herein, and the undersigned is duly authorized to execute this

Guarantee pursuant to the power granted under _

This Guarantee shall be governed by and construed in accordance with the Jaws of
India. The Guarantor hereby irrevocably submits to the exclusive jurisdiction of the
Court of Visakhapatnam for the purposes of any suit, action, or other proceeding
arising out of this Guarantee, or the subject matter hereof, brought by the

Concessioning Authority or its successors or assigns. To the extent permitted by

~ Applicable Law, the Guarantor or its successors or assigns hereby waive, and shall not

assert, by way of motion, as defence, or otherwise, in any such suit, action, or
proceeding any claim that such suit, action, or proceedings is brought in an
inconvenient forum, or that the value of such suit, action, or proceeding is

improper, or that the subject matter hereof may not be enforced in or by such

court.

WITNESS WHEREOF THE GUARANTOR HAS SET ITS HANDS

HEREUNTO ON THE DAY, MONTH AND YEAR FIRST HEREINABOVE
WRITTEN

SIGNED AND  DELIVERED by

Bank by the

hand of Shri _its

and authorized official.

i
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APPENDIX 10
CERTIFICATES

COMPLETION CERTIFICATE

I, [*] (Name of the Independent Engineer), acting as Independent Engineer, under
and mn accordance with the Agreement dated [*}, - for
Planning,Designing,Engineering,Installation, Finance,Operation & Maintenanc;, of
Mechanised Coal Handling Facilities and Upgradation of General Cargo Berth (GCB)
at Outer Harbour of Visakhapatnam Poit to cater 200,000 DWT Vessels on DBFOT
basis by Private Sector Participation, through [(Name of Concessionaire)], hereby
certify that the Tests specified in Article [e] and Schedule-[®] of the Agreement
have been successfully undertaken to determine comp]iahce of the Project with'the
proviéions of the Agreement, and 1 am satisfied that the Project can be safely and -

reliably placed in commercial service of the users thereof.

It is certified that, in terms of the aforesaid Agreement, all works forming part of the
Project have been completed, and the Project is hereby declared fit for entry into

commercial operation on this the [e] day of [#] 20[e].

SIGNED, SEALED AND DELIVERED For and on behalf of
the INDEPENDENT ENGINER by:

(Signature)
(Name)

(Desi gnat'ion)

* (Address)



PROVISIONAL CERTIFICATE

I, [[®] (Name of the Independent Engineer)], acting as Independent Engineer,
under and in  accordance with the Agreement dated [e], for
Planning,Designing,Engineering,Installation,Finance,Operation & Maintenance of
Mechanised Coal Handling Facilities and Upgradation of General Cargo Berth (GCB) at
Outer Harbour of Visakhapatnam Port to cater 200,000 DWT Vessels oh DBFOT
basis by Private Sector Participation through [e (Name of Concessionaire)], hereby
certify that the Tests specified in Article [e] and Schedule-[e] of the Agreement
have been undertaken to determine compliance of the Project with the provisioﬁs

of the Agreement.

Construction Works that were found to be incomplete and / or deficient have been

“specified in the Punch List appended to the Provisional Certificate, and the

Concessionaire has agreed and accepted that 1t shall compleie and/or rectify all
such works in the -time and manner set forth in the Agreement. [Some of the

incomplete works have been delayed as a result of reasons attributable to the

Concessioning Authority or due to Force Majeure and the Provisional Certificate

cannot be ‘withheld on this account. Though the relﬁainirig incomplete works have

been delayed as a rcsult‘ of reasons attributvableA to the Concessionaire,] 1 am

satisfied that having regard to the nature and extent of such incomplete works, it

would not be prudent to withhold commercial operation of the Project, pending
.

completion thereof.

In view of the foregoing, 1 am satisfied that the Project can be safely and reliably
placed in commerc;a] service of the users thereof, and in terms of the Agreement, the
Project is hereby provisionally declared fit for entry into commercial operation on this

the [o] day of [#] 20[e].

ACCEPTED, SIGNED, SEALED AND SIGNED, SEALED AND DELIVERED
DELIVERED For and on behalf of | For and on behalf of INDEPENDENT

CONCESSIONAIRE by: ENGINEER by:
(Signature) (Signature)

(Name and Designation) (Name and Designation)
(Address) - (Address)

e
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APPENDIX 11

PERSONNEL AND LABOUR REQUIREMENTS

The Project does not envisage taking over of any personnel / labour from the Authority
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APPENDIX 12

TARIFFS

UPFRONT TARIFF SCHEDULE FOR MECHANISED HANDLING OF COKING COAL AND STEAM

1.1,

1.2.

COAL

DEFINITIONS

In this Scale of Rates unless the context otherwise requires, the following definitions shall

apply:
()

(i)
(iii)

)

(i)

(iii)

"Coastal vessel” means any vessel exclusively employed in trading between dpy port
or place in India lo any other port or place in India having a valid coastal licence
issued by the competent authority.

"Foreign going vessel” means any vessel other than a Coastal vessel.

"Day” shall mean the period starting from 6.00 A.M. of a day and ending at 6.00 A.M.
on the next day.

GENERAL TERMS & CONDITIONS

The status of the vessel, as bome out by its certification by the customs or Direclor
General of Shipping, is the relevant factor to decide whether vessel is “coastal” or
“foreign-going” for the purpose of levy of vessel related charges; and the nature of
cargo or its origin will not be of any relevance for this purpose.

(a) The berth hire charges for 2ll coastal vessels should not exceed 60% of the
corresponding charges for other vessels. :

(b) The cargo related charges for all coastal cargo other than thermal coal should
“not exceed 60% of the normal cargo related charges.

{c) In case of cargo related charges, the concessional rates 'should be levied on
all the relevant handling charges for ship shore transfer and transfer from/to
quay to/from storage yard including wharfage.

(d) Cargo from a foreign port which reaches an Indian Port “A” for subsequent
transhipment to Indian Port “B” wili be levied the concession charges relevant
for its coastal voyage. In other words, cargo from/to Indian Ports carried by
vessels permitted to undertake coastal voyage will qualify for the concession

- Interest on delayed payments / refunds.

(a) The user shall pay penal interest on delayed payments of under this Scale of
Rates. Likewise, the terminal operator shall pay penal interest on delayed
refunds.

(b) The rate of penal interest will be 2% above the prime lending rate of the State
Bank of India.

(c) The delay on refunds will be counted only 20 days from the day of completion

of seivices or on production of all the documents required from the users,
whichever is later.

201




S 2.

Notes:

0
(1)

iii)

(iv)

(d) The delay in payments by the users will be counted only 10 days after t
date of raising the bills by the terminal operator. This provision shall, howev
not apply to the cases where payment is to be made before availing t
services where payment of charges in advance is prescribed as a condition
the scale of rates.

(iv) In calculating the gross weight or measurement by volume or capacity of ai
individual item, fractions upto and inclusive 0.5 shall be taken as 0.5 unit and fractior
of above 0.5 shall be treated as one unit, except where otherwise specified.

v) All charges worked out shall be rounded off to the next higher nipee on the grand tot,
: of the bill.
(vi) (a) The rates prescribed in the Scale of Rates are ceiling levels : likewise

rebates and discounts are floor levels. The terminal operator may, if lﬁey s
desire, charge lower rates and / or allow higher rebates and discounts.

(b) The terminal operator may also, if they so desire rationalise the prescribe:
conditionalities governing the application of rates prescribed in the Scale ¢
Rates if such rationalisation gives relief to the user in rate per unit and the uni
rates prescribed in the Scale of Rates do not exceed the ceiling levels.

(c) The terminal operator should nolify the public such lower rates and / o
ralionalisation of the conditionalities governing the application of such rates
provided the new rates fixed shall not exceed the rates notified by the TAMP.

(vi)  Users will not be required to pay charges for delays beyond reasonable level
attributable to terminal operator. .

BERTH HIRE CHARGES:

Si. Rate per GRT per hour or part thereof
No. Vessels Foreign Going Vessel Coastal Vessel
(in Re.) (in Re.)
1. | Vessels 0.654 0.392

The period of berth hire shall be calculated from the time vessel occupied the berth till she
vacates the berth.

Berth hire includes charges for services rendered at the berth, such as occupation of berth,
rubbish removal, cleaning of berths, fire waich efc.

No berth hire shall be levied for the period when the vessel idles as its berth for continuous
one hour or more due to non-availability / break down of terminal operator’s equipment or
power failure or any reasons attributable to the terminal operator. ‘

(a) Berth hire shall stop four hours after the time of the vessel signaling its readiness to
sail. '
(b) The time limit of 4 hours prescribed for the cessation of the berth hire shall exclude -

the ship’s waiting time for want of favorable tide conditions, inclement weather and
due to lack of night navigation.

/.J/_\‘L/
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{c) The Master / agent of the vessel shall signal readiness to sail only in accordance with
favourable tidal and weather conditions.

). The Penal berth hire shall be equal to one-day’s (24 hours) berth hire charges for a false
signal.

»False Signal” would be when the vessel signals readiness and asks for a pilot in anticipation
even when she is not ready for un-berthing due to engine not being ready or cargo operation
not completed or such other reasons attributable to the vessels. This excludes signaling
readiness when a vessel is not able to sail due to unfavorable tide, lack of night navigation or

adverse weather conditions.”

3. CARGO HANDLING CHARGES:
m Rate in Rupees :

lalmm_ Fer Metic Tonne | 131.04 |
[ (b). | Steam coal Per Metric Tonne 13194 |

Note:

The handling charges prescribed -above is a composite charge for unloading of the cargo from the
vessel and transfer of the same up to the point of storage, storage at the stackyard up to a free period
of 10 days reclaiming from stackyard and loading on to railway wagons including wharfage and supply
of labour whenever necessary and all other miscellaneous charges not specifically prescribed in the
Scale of Rates.

4. STORAGE CHARGES:
The Storage charges for the cargo stored in the stack yard beyond the free period shall be as
below: : ) .
(Rate in Rs. per tonne per day or part thereof)
Sl Commodity Rate for first 5 days Rate for 6 Rate for 11
No. for the balance cargo day to 10™ day onwards for

the balance
cargo

for the

remaining after the .
balance cargo

free period

]
1. | Coking coal and

Steam coal

Notes:

i) 10 free days shall be allowed. Free period shall commence from the day following the day of
complete discharge of vessel cargo. For the purposeé of calculation of free period, Custom
notified holidays and Terminal’s non-working days shall be excluded. '

() Storage charges shall be payable for all days including Terminal's non-working days and
Customs notified holidays for stay of cargo beyond the prescribed free days.

(i) Storage charges on cargo shall not accrue for the period when the terminal operétor isnotina
position to deliver / ship the cargo when requested by the user due to reasons attributable to
the Terminal operator.

e
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5.

MISCELLANEOUS CHARGES:

The following Miscellaneous charges are applicable of coking coal and steam coal handled:

Sl Particulars Rate per tonne or part thereof
No. {in Rs.)
(i) | Charges for Sweeping, dust suppression and 1.35
environment etc.
6. GENERAL NOTE TO SCHEDULE (2) TO (5) ABOVE:

The tariff caps will be indexed to inflation but only to an extent of 60% of the variation in
Wholesale Price Index (WPI) occurring between 1 January 2009 and 1 January of the relevant
year. Such automatic adjustment of tariff caps will be made every year and the adjustéd tariff
caps will come into force from 1 April of the relevant year to 31® March of the following year.

Note: SIL.No.6 regarding indexation of Tariff caps with reference to the variation in Whole Sale
Price Index (WP1), TAMP’s letter No.TAMP/12/2009/Miscelaneous-dt.04.04.2010 states as
follows.

"The escalation factor to be applied for Tariff with base Whole Sale Price Index (WP1) as on
01.01.2009 is 1.28% and the adjusted up front tariff will be in force for the period 01.04.2010
to 31.03.2010.”

.
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APPENDIX 13
RATES APPLICABLE IN RESPECT OF LAND, UTILITIES AND SERVICES

1. For Land Schedule of Rates.

2. For Utilities and services Scale of Rates.

s
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APPENDIX 14

MINIMUM GUARANTEED CARGO

SL | Period* . MGC Quanﬁty

No
1. 0-5 years 25%0f 10.18 MMT 2.54 MMT

2. | 6-15 years 40% of 10.18 MMT 4.07 MMT

6.11 MMT

3. |Beyond 15 years 60% of 10.18 MMT
\J\J\J\

*

Period is reckoned from the date of commercial operations.
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APPENDIX 15

PERFORMANCE STANDARDS

1. Gross Berth Output

The parameter deals with the productivity of the terminal (Gross Berth Output) for
different types of cargo. In case of dry and break-bulk cargo, the capability of the
“terminal (mechanization, method of handling) and parcel size will determine the Gross

Berth Output. Higher terminal capability and greater parcel size will lead to bigh
productivity.

The Gross Berth Output shall be calculated as the total cargo handled (either
loaded / unloaded) from the ship during a month divided by the time spent by the ship at

the terminal ie number of working days at the berth.

The indicative norms for Gross Berth Output for different categories of cargo are as follows:

]

Cargo Category Indicative Norms
/’———///
Coking Coal - Import g%echanized) '
Cape size Coking Coal 70,000 TPD
]
Panamax Coking Coal 42,000 TPD
- - _—/ :
Panamax Steam Coal 27,000 TPD
. . : . )
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2. Transit Storage Dwell Time:

Bulk Cargo

The Transit Storage Dwell Time for coal / coke / mixed dry bulk cargo / liqud cargo
shall be calculated, as half of average parcel size of above cargo vessels in a month
divided by average disposal of cargo from the port per day as per the following

methodology:

Average disposal of Cargo per day (A) =0B+ Received / Despatched-CB
No. of days

OB = Openir;g Balance, CB = Closing Balance.

Average Parcel Sizes (B) = PI+P2% ......... +Pn
n(no. of parcels)
PI,P2 ......... Pn are parcel size of each vessel in a month.

Transit Storage Time for Bulk Cargo = 0.5 (B/A)

- Import
Coking Coal & Steam Coal: 10 (Ten) days after date of completion of vessel’s
discharging operation : :

Performance evaluation shall be made on a quarterly review of the reports furnished by the
Concessionaire and / or the records of the Concessionaire and/or by an enquiry by the
Concessioning Authority. The Concessionaire shall be liable to pay liquidated damages
determined at the rate of 1% (one per cent) of the ‘Gross Revenue of the respective
quarter for every shortfall of 10% (ten per cent) in the average performance which shall be

assessed in the following manner.

Each Performance Standard is calculated as an average in the manner indicated above.
The actual average performance vis-a-vis a standard will be evaluated against the
prescribed standard. The shortfall will be computed as a.percentage of the prescribed
standard. The shortfall in respect of each performance standard will have a weightage
assigned to it. The overall shortfall in average performance shall be assessed as the
aggregate of the weighted shortfalls in tespect of each of the performance standards. For
examplé, if there is a shortfall in Gross Berth Output by x%, Transit Storage Dwell Time by
y% and‘ Turmn round time for receipt/delivery ‘operations by z% and the weightage

assigned to such shortfalls is 0.7, 0.2 and 0.1 respectively, then the overall shortfall in

~average performz{nce will be (6.7x + 0.2y + 0.1 2)%.
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APPENDIX 16

ESCROW AGREEMENT

THIS ESCROW AGREEMENT is entered into on this the [#] day of [#]20[®}.

AMONGST

M/s. VIZAG GENERAL CARGO BERTH PRIVATE LIMITED a company
incorporated under the provisions of the Companies Act, 1956 and having its
registered office at SIPCOT INDUSTRIAL COMPLEX, Madurai Bypass Road, T.V.
Puram P.O., Tuticorifl _ 628 002 (hereinafter referred to as the “Concessionaire”
wﬁich expression shall, unless repugnant 10 the context OF meaning thereof,

include its successors, permitted assigns and substitutes);

¢ (rame and particulars of Lenders’ Representative)] and having its registered
office at [e] acting for and on behalf of the Lenders as their duly authorised agent
with regard to matters arising out of or m relation to this Agreement (hereinafter
referred to as the «1 enders’ Representative” which expression shall, unless

repugnant "to the context or meaning thereof, include its successors and

. substitutes);

[e (name and particulars of the Escrow Bank)] and having its registered office at [e]
(hereinafter referred to as the “Escrow ‘Bank” . which expression shall, unless

repugnant 1o the context or meaning thereof, include its SuUCCESSOTS and

substitutes); and

BOARD OF TRUSTEES for VISAKHAPATNAM PORT, a body corporate

constituted under the provisions of the Major Port Trusts Act, 1963 and having its

_ Administrative

Office at VISAKHAPATNAM - 530 035 hereinafter referred to  as  “the

Concessioning Authority” (which expression shall, unless repugnant 1o the

context or meaning thereof, include its snccessors and permitted assigns);

WHEREAS:

(A)

e

~—

The Concessioning Authority has entered into a Concession Agreement dated May
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I SEEN

N

(B)

10, 2010 with the. Concessionaire  (the  “Concession  Agreement”) for
undertaking the Project (as defined in the Concession Agreement) on Design, build,
finance, operate and transfer (DBFOT) basis. The Lenders have agreed to finance
the Project in accordance with the terms and conditions set forth in the Financing

Documents.

The Concession Agreement requires the Concessionaire to establish an Escrow Account, inter alia,
on the terms and conditions stated therein. NOW IT IS HEREBY AGREED as

follows:
DEFINITIONS AND INTERPRETATION
Definitions

In this Agreement, the following words and expressions shall, unless repugnant to the

context or meaning thereof, have the meaning hereinafter respectively assigned to

" them:

“Agreement” means this Escrow Agreement and any amendment thereto made in

accordance with the provisions contained herein;

‘;B\idget” means the budget for construction / implementation expenses relating to
the Project / Project Facilities and Services and O&M Expenses submitted by the

Concessionaire in accordance with the provisions contained herein;

«Concession Agreement” means the Concession Agreement referred to in

Recital (A) above and shall include any amendments made thereto in accordance

with the provisions contained in this behalf therein;

“Escirow Account” means an escrow account established in terms of and under this

Agreement, and shall include any sub accounts thereof;
«Escrow Default” shall have the meaning ascribed thereto in Article 6.1;

“Lenders' Representative” means the person referred to as the Lenders’

Representative in the foregoing Recitals;

“Parties” means the parties to this Agreement collectively and “Party” shall mean
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1.2

1.2.1

122

123

1.2.4

2.1
2.1.1

any of the Parties to this Agreement individually;

“Payment Date” means, in relation to any payment specified in Article 4.1, the

date(s) specified for such payment; and

“Quarter” means, any three month period from 15t April to BOth June, 15t July to

30111 September, 15! October to 315! December or 1° ! January to 315 March.

Interpretation

References to Lenders' Representative shall, unless repugnant to the context or

meaning thereof, mean references to the Lenders’ Representative, acting for and on

behalf of Lenders.

The words and expressions beginning with capital letters and defined in this
Agreement shall have the meaning ascribed thereto herein, and the words and
expréssions used in this Agreement and not defined herein but defined in the
Concession Agreement shall, unless repugnant to the context, have the meaning

ascribed thereto in the Concession Agreement.

.

Referenccsﬁ to Articles-are, unless stated otherwise, references to Articles of this

Agreement.

The rules of interpretation stated in Articles 1.3, 1.4 and 1.5 of the Concession

Agreement shall apply, mutatis mutandis, to this Agreement.
ESCROW ACCOUNT

Escrow Bank to act as trustee

The Concessionaire hereby settles in trust with the Escrow Bank a sum of Rs. 100
(Rupees Hundred Only) appoints the Escrow Bank to act as trusteé for the
Concessioning Amhbrity,b the Lenders, the Lenders' Representative and the
Concessionaire in’ connection herewith and authorises the Escrow Bank to
exercise such nghts, powers, authorities and discretion as are specifically
delegated to the Escrow Bank by the terms hereof together with all such rights,
powers, authorities and discretion as ‘are reasonably incidental hereto, and the

Escrow Bank accepts such appointment pursuant to the terms hereof.

L T g
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2.1.2 The Concessionaire hereby declares that all rights, title and interest in and to the

2.2

2.3

2.3.1

232

233

Escrow Account shall be vested in the Escrow Bank and held in trust for the
Concessioning Authority, the Lenders, the Lenders' Representative and the
Concessionaire, and applied in accordance with the terms of this Agreement. No
person other than the Concessioning Authority, the Lenders / Lenders'
Representative and the Concessionaire shall have any rights hereunder as the

beneficiaries of, or as third party beneficiaries under this Agreement.
Acceptance of Escrow Bank A B

The Escrow Bank hereby agrees to act as such and to accept all payments and
other amounts to be delivered to and held by the Escrow Bank pursuant to the
provisions’ of this Agreement. The Escrow Bank shall hold and safeguard the
Escrow Account during the term of this Agreement and shall treat the amount in the
Escrow Account as monies deposited by the Concessionaire, Lenders or the
C;)nces_sioning Authority with the Escrow Bank. In performing its functions and
duties under this Agreement, the Esﬁrow Bank shall act in trust for the benefit of, and
as agent for, the Concessioning Authority, the Lenders’ Represehtative and the
Concessionaire or their nominees, SUCCESSOIS Of assigns, in accordance with 'the

prbvisions of this Agreement.

Establishment and operation of Escrow Account

‘Within 30 (thirty) Days from the date of this Agreement, and in any case prior 1o the

Date of Award of Concession, the Concessionaire shall open and establish the

Escrow Account with. the [(name of Branch)] Branch of the Escrow Bank. The

Escrow Account shall be denominated in Rupees.

foe Escrow Bank shall maintain the Escrow Account in accordance with the
terms of this Agreement and its usual practices and applicable regulations, and pay
the maximum rate of interest payable to similar customers on the balance in the said

account from time to time.

The Concessionaire shall submit to the Escrow Bank a Budget within 7'(scven)

Days of the commencement of each Financial Year. Till the pendency of the
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2.4

2.5

3.1

financing Documents, such Budget shall be approved by the Lenders/Lenders
Representative and thereafter by the Concessioning Authority.

The Escrow Bank and the Concessionaire shall, after consultation with the
Lenders’ Representative, agree on the detailed mandates, terms and conditions, and
operating procedures for the Escrow Account, but in the event of any conflict or
inconsistency between this Agreement and such mandates, terms and

conditions, or procedures, this Agreement shall prevail. -

Escrow Bank's fee

The Escrov.v Bank shall be entitled to receive its fee and expenses in an amount, and
at such times, as may be agreed between the Escrow Bank and the
Concessionaire. For the avoidance of doubt, such fee and expenses shall form part of
the operating and maintaining expenses and shall be appropriated from the

Escrow Account in accordance with Article 4.1.1 (c).

Rights of the parties

The rights of the Concessioning Authority, the Lenders (through the Lenders’
Representative) and the Concessionaire in the monies held in the Escrow Account are
set forth in their entirety in this Agreement and the Concessioning Authority, the
Lenders’ and the Concessionaire shall have no other rights against or to the monies

in the Escrow Account.
Substitution of the Concessionaire

The Parties hereto acknowledge Varrxd agree that upon substitution of the-
Concessionaire with the Selectee, pursuant to the Substitution Agreement, it shall be
deemed for the purposes of this Agreement that the Selectee is a Party hereto and
the Selectee shall accordingly be deemed to have succeeded to the rights and
obligations of the Coﬁcessionaire under this Agreement on and with effect from the

date of substitution of the Concessionaire with the Selectee.

DEPOSITS INTO ESCROW ACCOUNT

Deposits by the Concessionaire

1.
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Accounts for making due payments in a month :

The Concessionaire agrees and undertakes that it shall deposit into and / or credit

" the Escrow Account with:

(a) all monies received in relation to the Project from any source, including the
Lenders;
(b) all funds received by the Concessionaire from its share-holders, in any

manner or form;
(c) all Fee levied and collected by the Concessionaire;

(d) any other revenues from or in respect of the Project / Project Facilities and
" Services accruing to the Concessionaire including termination payments;

and

(e) all proceeds received pursuant to any mmsurance claims.

For avoidance of doubt, 511 amounts received by the Concessionaire in respect of the
Project / Project Facilities and Services excepting any amounts in respect of cesses and
duties collected by it from the users on behalf of the Concessioning Authority or such
other authority in accordance with the Concession Agreement or pursuant to any

other instructions in respect thereof shall be deposited in the Escrow Account.

WITHDRAWALS FROM ESCROW ACCOUNT
Withdrawals during Concession Period

At the beginning of every month, or at such shorter intervals as the Lenders’
Representative and the Concessionaire may by written instructions determine, the
Escrow Bank shall withdraw amounts from the Escrow Account and appropriate

them in the following order by depositing such amounts in the relevant Sub-

(@) all taxes due and payable by the Concessionaire;
(b)  towards License Fee; '
(c) all construction / implementation expenses relating to the Project/ Project

Facilities and Services, in accordance with the Budget and subject to limits if

any set out under the Financing Documents;
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(d) all expenses relating to operations and management of the Project / Project
Facilities and Services, in accordance with the Budget and subject to limits if

any set out under the Financing Documents;

(e) towards its debt service obligations under the Financing Documents;

63) towards Royalty and other sums payable to the Concessioning Authority and

liquidated damages, if any;
(2) towards any Treserve requirements in accordance with the Financing
Documents; ‘

and the Concessionaire shall be at liberty to withdraw any sums outstanding in the
escrow account after all the aforesaid payments due in any Quarter have been
made and/or adequate reserves have been created in respect thereof for that

Quarter.

Not later than 60 (sixty) Days prior 1o the commencement of each Accounting
Year, the Concessionaire shall provide to the Escrow Bank, with prior written
approval (;f the Lenders’ Representative, details of the amounts  likely to be
required for each of the payment éb]igations set forth in this Article 4.1; provided that
such amounts may be subséquently mbdiﬁed, with pﬁor written approval of the
Lenders’ Repfcséntative, if fresh information received during the course of the year

makes such modification necessary.
Withdrawals upon end of Concession Period

All amounts standing to the credit of the Escrow Account at the end of the
Concession Period including amounts credited to the Escrow Account towards
compensation payable in accordance with Article 17 of the Concession Agreement

shall be appropriated in the following order of priority:

1) towards taxes and statutory dues payable by the Concessionaire;

(1)  compensation to Lenders in terms of the Financing Documents towards

discharge of the Concessionaire’s  liability under  such Financing‘




4.3

4.4

5.1

Documents;

(i)  all amounts due to the Concessioning Authonty and amounts payable towards
transfer of the Project Facilities and Services by the Concessionaire in

accordance with this Agreement;

and the Concessionaire shall be at liberty to withdraw any sums outstanding in the
Escrow Account after all the aforesaid payments due have been made and /or
adequate reserves have been created in respect thereof to the satisfaction of the
Lenders and the Concessioning Authority and the Escrow Agent has received a

confirmation of final settlement by the Lenders and / or Concessioning Authority.
Application of insurance preceeds

Notwithstanding anything in this Agreement, the proceeds from all insurance claims,
except life and injury, shall be deposited into and / or credited to the Escrow Account
and utilized for any necessary repair, reconstruction, reinstatement, replacemeht,
improvement; delivery or installation of the Project / Project facilities and Services,
and the balance remaining, if any, shall be applied in accordance with the provisions

contained in this behalf in the Financing Documents.
Withdrawals during Suspension .

Notwithstanding anything to the contrary contained in this Agreement, in case the
Escrow Bank receives a notice in wfiting from the Concession Authority that the
rights of the Concessionaire are suspended in accordance with the Concession
Agreement or a Termination Notice is issued, the Escrow Bank shall until such

notice is withdrawn, act only on the instructions of the Concessioning Authority.

OBLIGATIONS OF THE ESCROW BANK

Segregation of funds

Monies and other property received by the Escrow Bank under this Agreement
shall, until used or applied in accordance with this Agreement, be held by the
Escrow Bank in trust for the purposes for which they were received, and shall be

segregated from other funds and property of the Escrow Bank.




5.2

5.3

Notification of balances

7 (seven) business Days prior to each Payment Date (and for this purpose the
Escrow Bank shall be entitled to rely on an affirmation by the Concessionaire
and/or the Lenders’ Representative as to the relevant Payment Dates), the Escrow
Bank shall notify the Lenders' Representative of the balances in the Escrow

Account as at the close of business on the immediately preceding business day.

Communications and notices
In discharge of its duties and obligations hereunder, the Escrow Bank:

(@ may, in the absence of bad faith or gross negligence on its part, rely as to any
matters of fact which might reasonably - be expected to be within the
knowledge of the Concessionaire upon a certificate signed by or on behalf of

the Concessionaire;

b)) may, in the absence of bad faith or gross negligence on its part, rely upon the
authenticity of any communication or document believed by it to be

authentic;

(©) shall, within 5 (five) business Days afier receipt, deliver a copy to the
Lenders' Representative of any notice or document received by it in its
capacity as the Escrow Bank from the Concessionaire or any other person

hereunder or in connection herewith; and

(D) shall, within 5 (five) business Days after receipt, deliver a copy to the

Concessionaire of any notice or document received by it from the Lenders’

Representative in connection herewith.

No set off

The Escrow Bank agrees not to claim or exercise any right of set off, banker's lien or '
other right or remedy with respect to amounts standing to the credit of the Escrow
Account. For the avoidance of doubt, it is hereby acknowledged and agreed by the
Escrow Bank that the monies and properties held by the Escrow Bank in the Escrow
Account shall not be considered as part of the assets of the Escrow B;mk and being

trust property, shall in the case of bankruptcy or liquidation of the Escrow Bank,
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be wholly excluded from the assets of the Escrow Bank in such bankruptcy c

liquidation.
5.5 Regulatory approvals

The Escrow Bank shall use its best efforts to procure, and thereafter maintain and
comply with, all regulatory approvals required for it to establish and operate the
Escrow Account. The Escrow Bank represents and warrants that it is not aware of any
reason why such regulatory aﬁprova]s will not ordinanily be granted to the Escrow

Bank.

L

6 ESCROW DEFAULT
6.1 Escrow Default

6.1.1 Following events shall constitute an event of default by the Concessionaire (an
“Escrow Default”) unless such event of default has occumred as a result of Force
Majeure or any act or omission of the Concessioning Authority or the Lenders’

Representative:

(a) the -Concessionaire commits breach of this Agreement by failing to deposit /

“cause the deposit of any receipts into the Escrow Account;

(b) the Concessionaire causes the Escrow Bank to transfer funds to any account of

the Concessionaire in breach of the terms of this Agreement; or

(¢)  the Concessionaire commits or causes any other breach of the provisions of
this Agreement. ‘
6.1.2 Upon occurrence of an Escrow Default, the consequences thereof shall be dealt with

under and in accordance with the provisions of the Concession Agreement.

7. TERMINATION OF ESCROW AGREEMENT
71 Durétion -of the Escrow Agreement

This Agreement shall remain in full force and effect so long as any sum remains to
be advanced or is outstanding from the Concessionaire in respect of the debt,
guarantee or financial assistance received by it from the Lenders, or any of 1ts

obligations to the Concessioning Authority remain to be discharged, unless

de ‘
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7.3

8.1

N

terminated earlier by consent of all the Parties or otherwise in accordance with the

provisions of this Agreement.

Substitution of Escrow Bank

The Concessionaire may, Aby not less than 45 (forty five) Days prior notice to the
Escrow Bank, the Concessioning Authority and the  Lenders’ Representative, -
terminate this Agreement and appoint a new Escrow Bank, provided that the new
Escrow Bank 1is acceptable to the Lenders' Representative and arrangements are
made satisfactory to the Lenders’ RepréSentative for transfer of amounts deposiled n
the Escrow Account to a DEW Escrow Account established with the successor
Escrow Bank. The termination of this Agreement shall take effect only upon

coming into force of an Escrow Agreement with the substitute Escrow Bank.

Closure of Escrow Account

The Escrow Bank shall, at the request of the Concessionaire and the Lenders'
Representative made on or after the payment by the Concessionaire of all outstanding
amounts under the Concession Agreement and the Financing Documents including
the paymeﬁts specified in Article 4.2, and upon confirmation’ of receipt of such.
payments, close the Escrow Account‘ and pay any amount standing to the credit
thereof to the Concessionaire. Upon closure of the Escrow Account hereunder, the

Escrow Agreement shall be deemed to be terminated.

SUPPLEMENTARY ESCROW AGREEMENT
Supplefnentary escrow agreement

The Lenders' Representative and the Concessionaire shall be entitled to enter into 2
supplementary €scrow agreement with the Escrow Bank providing, inter alia, for
detailed procedures and documentation for withdrawals from Escrow Accouﬁt,
creation’ of sub-accounts pursuant to Article 4.1.1 and for matters not covered
under this Agreement such as the rights and obligations of Lenders, investment of
surplus funds, restrictions on withdrawals by the Concessionaire in the event of
breach of Financing Documents, procedures relating to operation of the Escrow

Account and withdrawal therefrom, -reporting requiremems and any matters




9.1

9.1.1

-9.1.2

incidental thereto; provided that such supplementary escrow agreement shall not
contain any provision which is inconsistent with this Agreement and in the event of
any conflict or inconsistency between provisions of this Agreement and such

supplementary escrow agreement, the provisions of this Agreement shall prevail.

INDEMNITY
General inﬂemnity

The Concessionaire will indemnify, defend and hold the Concessioning Authon‘ty;
Escrow . Bank and the Lenders, acﬁng through the Lenders' Represent\ative,
harmless against any and all proceedings, actions and third party claims for any loss,
damage, cost and expense ansing out of any breach by the Concessionaire of any of
its obligations under this Agreement or on account of failure of the Concessionaire to

comply with Applicable Laws and Applicable Permits.

The Concessioning Authority will indemnify, defend and hold the, Concessionaire
harmless against any and all proceedings, actions and third party claims for any
loss, damage, cost and expehse_ ansing out of failure of the Concessioning
Authority to fulfil any of its obligations under this Agreement materially and
adversely affecting the performance of the Concessionaire's obligations under the
Concession Agreement or this Agreement other than any loss, damage, cost and
expense arising out of acts done in discharge of their lawful functions by the

Concessioning Authority, its officers, servants and agents:

The Escrow Bank will indemnify, defend and hold the Concessionaire harmless
against any and all proceedings, actions and third party claims for any loss,
damage, cost and expense arising out of failure of the Escrow Bank to fulfil its
obligatiens under this Agreement materially and adversely affecting the
performance ef the Concessionaire’s obligations under the Concession -Agreement
other than any loss, damage, cost and expense, arising out of acts done in
discharge of their lawful functions by the Escrow Bank, its officers, servants and

agents.
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9.2

10.

10.1

10.2

Notice and contest of claims

In the event that any Party hereto receives a claim from a third party in respect of
which it is entitled to the benefit of an indemnity under Article 9.1 or in respect of
which it is entitled to reimbursement (the “Indemnified Party”), it shall noufy the
other Party responsible for indemnifying such claim hereunder (the
“Indemnifying Party”) within 15 (fifteen) Days of receipt of the claim and shall not
settle or pay the claim without the prior approval of the Indemnifying Party, which
approval shall not be unreasonably withheld or delayed. In the event tlfat the
Indemnifying Party wishes to contest or dispute the claim, it may _conduét the
proceedings in the name of the Indemnified Party and shall bear all costs involved mn
contesting the same. The Indemnified Party shall provide all cooperation and
assistance in contesting any claim and shall sign all such wntings and documents as

the Indemnifying Party may reasonably require.

- MISCELLANEOUS PROVISIONS

Governing law and jurisdiction

This Agréement shall be construed and interpreted in accordance with and
governed by the laws of India, and the Courts at VISAKHAPATNAM shall have

jurisdiction over all matters arising out of or relating to this Agreement.

“ Waiver of sovereign immunity

The Concessioning Authority unconditionally and irrevocably:

(@)  agrees that the execution, delivery and performance by it of this
Agreement constitute commercial acts done and performed for commercial

purpose;

(b) agrees that, should any proceedings be brought against it or its assets,
property or revenues in any jurisdiction in relation to this Agreement or any
transaction éontemp]ated by this Agreement, no immunity (whether by reason
of sovereignty or otherWise) from such proceedings' shall be claimed by

or on behalf of the Concessioning Authority with respect to its assets;

{©) waives any right of immunity which it or its assets, property or revenues

L
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now has, may acquire in the future or which may be attributed to it in any

jurisdiction; and

(d)  consents generally in respect of the enforcement of any judgment or
award against 1t in any such proceedings to the giving of any relief or the
issue of any process m any jurisdiction in connection with such
proceedings (including the making, enforcement or execution a\gainsl it orin
respect of any assels, property or revenues whatsoever irrespective of their

" use or intended use of any order or judgment that may be made or given in

Al

connection therewith).

103 Priority of agreements

In the event of any conflict between the Concession Agreement and this
Agreement, the provisions contained in the Concession Agreement shall prevail

over this Agreement.

10.4 Alteration of terms

All additiofxs, amendments, modifications and variations to this Agreement shall be
effectual and binding only if in wrting and signed by the duly authorised

representatives of the Parties.
10.5 Waiver

10.5.1 Waiver by any Party of .a default by another Party in the observance and
performance of any provision of or obligations under this Agreement:

(a) shall not operate or be construed as a waiver of any other or subsequent
default hereof or of other provisions of or obligations under this
Agreement shall not be effective unless it is in writing and executed by a

duly authorised representative of the Party; and

) shall not affect the validity or enforceability of this Agreement in any

manner.

10.5.2 Neither the failure by any Party to insist on any occasion upon the performance of the
terms, conditions and provisions of this Agreement or any obligation

Ao
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10.6

10.7

10.7.1

10.7.2

10.8

thereunder nor time or other indulgence granted by any Party to another Party
shall be treated or deemed as waiver of such breach or acceptance of any variation or

the relinquishment of axy such right hereunder.

No third party beneficiaries

This Agreement is solely for the benefit of the Parties and no other person -or

entity shall have any rights hereunder.
Survival
Termination of this Agreement:

(a) shall not relieve the Parties of any obligations hereunder which expressly or

by implication survive termination hereof; and

(b) except as otherwise provided in any provision of this Agreement expressly
limiting the liability of either Party, shall not relieve either Party of any
obligations or liabilities for loss- or damage to the other Party ansing out. of,
or caused by, acts or omissions of such Party prior to the effectiveness of

such termination or arising out of such termination.

All obligations surviving the cancellation, expiration or termination of this
Agreement shall only survive for a period of 3 (three) years following the date of

such termination or expiry of this Agreement.

Severability.

If for any reason whatever any provision of this Agreement is or becomes invalid,
illegal or unenforceable or is declared by any court of cAompetent junisdiction or any
other instrumentality to be invalid, illegal or unenforceable, the validity, legality
or enforceability of the remaining provisions shail not be affected in any manner,
and the Parties will negotiate in good faith with a view to agreeing to one or more
provisions which may be substituted for such invalid, unenforceable or i]]egal-
provisions, as nearly as is practicable to such invalid, illegal or unenforceable

provision. Failure to agree upon any such provisions shall not be subject to dispute
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resolution under Article 10.1 of this Agreement or otherwise.
Successors and assigns

This Agreement shall be binding on and shall nure to the benefit of the Parties and

their respective successors and permitted assigns.
Notices

Unless otherwise stated, notices to be given under this Agreement including but not
limited to a notice of waiver of any term or related or breach of any term &f this
Agreement shall be n writing and shall be given by hand delivery, recognized
international courier, mail, telex or facsimile transmission and delivered or

transmitted to the Parties at their respective addresses set forth below:

The Concessioning Authority:
CHAIRMAN
VISAKHAPATNAM PORT -
VISAKHAPATNAM |

Fax No:

Email:

The Concessionaire:

The DIRECTOR'

VIZAG GENERAL CARGO BERTH PRIVATE LIMITED
SIPCOT Industrial Complex, Madurai Bypass Road,

T.V. Puram P.0, Tuticorin — 628 002

“Tamil Nadu

Fax No. 91461 234 0203
Email: ‘'M.siddiqi@vedanta.co.in

The Lenders / Lenders representative:

1td




- 10.11

10.12

10.13

Fax No.

Ematl:

The Escrow Bank:

Ltd

Fax No. : .

Email:

or such other address, telex number, or facsimile number as may be duly notified by
the respective Parties from time to time, and shall be deemed to have been made
or delivered (i) in the case of any communication made by letter, when delivered
by hand, by recpgni'zed international courier or by mail (registered, return rec'eipt
requested) at that address and (ii) in the case of any communication made by telex
or facsimile, when transmitted properly addressed to such telex number or

facsimile number.
Language

All notices, certificates, correspondence and proceedings under or in connection

~ with this Agreement shall be in English.

Anuthorised representatives

Each of the Parties shall, by notice in writing, designate their respective authorised
representatives through whom only all communications shall be made. A Party
hereto shall be entitled to remove and/or substitute or make fresh appointment of

such authorised representative by similar notice.
Original Doecument

This Agreement may be executed in four counterparts, each of which when

executed and delivered shall constitute an original of this Agreement.

=
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IN WlTNI*iSS WHEREOF THE PARTIES HAVE EXECUTED AND DELIVERED
THIS AGREEMENT AS OF THE DATE FIRST ABOVE WRITTEN.

SIGNED, SEALED AND DELIVERED

For and on behalf of CONCESSIONAIRE by:

(Signature):

(Name):

(Designation): Authorised Signatories

(Address): '

(Fax No.): R

SIGNED, SEALED AND DELIVERED
For and on behalf of LENDERS by the Lenders’ Representative:
(Signature) V

(Name)
(Designation)

(Address)
(Fax No.)

SIGNED, SEALED AND DELIVERED
For and on behalf of ESCROW BANK by:
(Signature)

(Name)

(Designation)

(Address)

(Fax No.)

SIGNED, SEALED AND DELIVERED *

For and on behalf of Concessioning Authority by:
(Signaturé)

(Name)

(Designation)

(Addrcss)

(Fax No.)

e
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APPENDIX 17

PRE-CONTRACT INTEGRITY PACT

General:
This Integrity Pact is made on this the -~------—=---—"- day of ------——--- 2010 between
1. The Board of Trustees for Visakhapatnam Port Trust a body corporate constituted under MPT

Act, 1963 (hereinafter referred to as the Concessioning Authority and the first party)
represented by 1ts Secretary and Attorney of the Board which expression shall unless
repugnant to the come)d shall mean and include all its succession, assignees eté.,on one part,
And |

M/s VIZAG GENERAL CARGO BERTH PRIVATE LIMITED represented by, --——-- -
(hereinafter refeﬁed to as the Concessionaire) which gxpression.shal] unless repugnant to the

context shall mean and include all its succession, assignees etc., on the other part.

2. Whereas the Concessionaire is a Special Purpose Vehicle constituted in accordance with the
relevant law in the matter and the Concessronmg Authority i1s a Major Port Trust under
Ministry of Shipping, the Government of India and whereas the Concessionaire (2°° party) was
shortlisted and identified in the bid process to provide/ offer certain services detailed in the bid

documents to the Concessioning Authority (1* party).

Objectives:

2>
- 3. Now, therefore, the Concessioning Authority and the Concessionaire agree to enter into this
pre-contract agreement, hereinafter referred to as Integrity Pact, to avoid all forms of
corruption by following a. system that is fair, transparent and free from any influence /
unprejudiced dealings prior to, durmg and subsequent to the curmrency of the contract to be

entered into with a view to:-
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3.1

32

Enabling the Concessioning Authority to obtain the desired services in conformity with the
defined specifications by avoiding the high cost and the distortionary impact of corruption on

port services, and

Enabling Concessionaire to abstain from bribing or any corrupt practice in order to secure the

contract by providing assurance to them that their competitors will also refrain from bribing

and other corrupt practices and the Concessioning Authority will commit to prevent

corruption, in any form, by their officials by following transparent procedures.

Commitments of the Concessioning Authority

41

4.2

43

The Concessioning Authority Commits itself to the following:-

The Concessioning Authority undertakes that no ofﬁcxal of the Concessioning Authority,
connected directly or indirectly with the contract, will demand, take a promise for or accept,

directly or through mtermedxanes any bribe, consideration, gift, reward, favour or any

" material or immaterial benefit or any other advantage from the Concessionaire, either for

themselves or for any person, organization or third party related to the contract in exchange

" for an advantage in the bidding process, bid evaluation, contracting or implementation process

related to the Contract.

The Concessioning Authority w1l] during the pre-contract stage, treat all Concessionaires

alike, and will provide to all Concessionaires the same information and will not prowde any

such information to any particular Concessionaire which could afford an advantage to that

particular Concessionaire in comparison to other Applicants.

All the officials of the Concessioning Authority will report to the appropriate Govemment
office any attempted or completed breaches of the above commitments as well as any

substantial suspicion of such a breach.

In case of any such preceding misconduct on the part of such official(s) 1s reported by the
Concessionaire to the Concessioning Authority with full and verifiable facts and the same 1s
prima facie found to be correct by the Concessioning Authority, necessary dxsc:p]mary

proceedings, or any other action as deemed fit, including criminal proceedings may be
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initiated by the Concessioning Authority and such a person shall be debarred from further
dealings related to the contract process. In such a case while an enquiry is being conducted by

the Concessioning Authority the proceedings under the contract would not be stalled.

Commitments of Concessionaires

6. The Concessionaire commits himself to take all measures necessary to prevent corrupt
practices, unfair means and illegal activities during any stage of his bid or during any pre-
contract or post-contract stage in order to secure the contract or in furtherance to secure it and

in particular commits himself to the following:-

6.1 The Concessionaire will not offer, directly or through imermedian'és, any bnbe, gift,
consideration, reward, favour, any material or immateﬁa] benefit or other advantage,
comrmission, fees, brokerage or inducement to.any official of the Concessioning Authonty,
comnected directly or indirectly with the bidding process, or to any person, organization or
third party related to the contract in exchange for any advantage in the bidding, evaluation,

contracting and implementation of the Contract.

6.2 The Concessionaire further undertakes that he has not .given, offered or promised to give,
directly or indirectly any bribe, gift, consideration, reward, favour, any material or immaterial

. benefit or other advantage, commiSsion, fees, brokerage or inducement to any official of the
Concessioning Authority or otherwise in procuring the Contract or forbearing to do or having

done any act in relation to the obtaining or execution of the Contract or any other Contract

with the Government for showing or férbean’ng to show favour or disfavour to any person in

relation to the Contract or any other Contract with the Government.

6.3 The Concessionaire will not collude with other parties interested in the contract to impair the
 transparency, fairness and progress of the bidding process, bid evaluation, contracting and

implementation of the contract.

6.4 The Concessionaire will not accept any advantage in exchange for any corrupt practice, unfair

means and illegal activities.
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6.5

6.6

6.7

6.8

6.9

7.

7.1

The Concessionaire further confimms and declares to the Concessioning Authority that the
Concessionaire is the onginal manufacturer / integrator / authorised government sponsored
export entity of the defence stores and has not engaged any individual or firm or company
whether Indian or foreign to intercede, facilitate or in any way to recommend to the
Concessioning Authority or any of its functionaries, whether officially or unofficially to the
award of the contract to the Concessionaire, nor has any amount been paid, promised or
intended to be paid to any such individual, firm or company in respect of any such
intercession, facilitation or recommendation.

The Concessionaire, either while presenting the bid or during pre-contract negotialiéms or
before signing the contract, shall disclose any payments he has made, is committed to or
intends to make to officials of the Concessioning Authority or their family members, agents,
brokers or any other intermediaries in connection with the contract and the details of services

agreed upon for such payments.

The Concessionaire shall not ﬁse improperly, for purposes of competition or personal gain, or
pass on to others, any information provided by the Concessioning Authority as part of the
business - relationship, regarding plans, technical proposals and business details, including
information contained in any electronic data camer. The Concessionaire also undertakes to

exercise due and adequate care lest any such information is divulged.

The Concessionaire commits to refrain from giving any complaint directly or through any

other manner without supporting it with full and verifiable facts.

The Concessionaire shall not instigate or cause to instigate any third person to commit any of

the actions mentioned above.

Previous Transgression

The Concessionaire declares that no previous transgression occurred in the lést three years
immediately before signing of this Integrity Pact, with any other company in any country in
respect of any corrupt practices envisaged hereunder or with any Public Sector Enterprise in
India or any Government Department in India, that could justify Concessionaire’s exclusion

from the tender process.

o
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If the Concessionaire makes incorrect statement on this subject, Concessionaire can be
disqualified from the tender process or the contract, if already awarded, can be terminated for

such reason.

T

Earnest Money / Security Deposit

Every Concessionaire, while submitting commercial bid, shall deposit an amount* as specified
in the RFP as Earnest Money / Security Deposit, with the Concessioning Authority t.ﬁrough

any of the following instruments.

(1) The Bidder shall furnish as part of its Bid, a certified true copy (signed by a Director) of
~ the Bid Security herein above in the form of a bank guarantee issued by a nationalised
bank, or a Scheduled Bank in India having a net worth of at least Rs. 1,000 crore, in
favour of the Authority in the format at Appendix ~ II (the “Bank Guarantee”) and
having a validity period of not less than 180 days from the Bid Due Date, as may be
extended by the Bidder from time to time. The Bank Guarantee that is required to be
submitted by the Bidder shall be sent in original to the Authority directly by the
issuing Bank vide Registered post.in case the Bank Guarantee is issued by a foreign
bank outside India, confirmation of the same by any nationalised bank in India is required.
For the avoidance of doubt, Scheduled Bank shall mean a bank as defined under Section
2(e) of the Reserve Bank of India Act, 1934.

(i1) Bid Security can also be in the form of a demand draft issued by a Scheduled Bank in
India, drawn in favour of the Authority and payable at  Visakhapatnam (the
“Demand .Draft”). The Authority shall not be liable to pay any interest on the Bid

Security deposit so made and the same shall be interest free.

(111) Any other mode or through any other instrument, as stated in RFP.

* The Bidder shall deposit a Bid Security equivalent to [about 1% (one per cent)]‘ of the
Estxmated Project Cost, i.e Rs.44.41 (Rupees Forty-four decimal four one million only)

mﬂhon in accordance with the provisions of this RFP. The Bidder has the option to provide
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8.2

8.5

8.6

the Bid Security either as a Demand Drafi or in the form of a Bank Guarantee, acceptable to

the Authority

In the case of successful Concessionaire a clause would also be incorporated in the Article
pértaining to Performance Bond in the Purchase Contract that the provisions of ‘Sanctions for
Violation shall be applicable for forfeiture of Performance Bond in case of a decision by the
Concessioning Authority to forfeit the same without assigning any reason for Imposing
sanction for violation of this pact.

The provisions regarding Sanctions for Violation in Integrity Pact include forfeiture of
Performance Bond in case of a- decision by the Concessioning Authority to forfeit the same

without assigning any reason for imposing sanction for violation of Integrity Pact.

No interest shall be payable by the Concessioning Authority to the Concessionaire(s) on

Eamest Money / Securi ty Deposit for the period of its currency.

9.  Company Code of Conduct

9.1

Concessionaires are also advised to have a company code of conduct (clearly rejecting the use
of bribes and other unethical behavior) and a compliance program for the implementation of

the code of conduct throughout the corhpany.

10.  Sanctions >for Vielation

10.1

Any breach of the aforesaid provisions by the Concessionaire or any one employed by him or
acting on his behalf (whether with or without the knowledge of the Concessionaire) or the

commission of any offence by the Concessionaire or any one employed by him or acting on

‘ his behalf, as defined in Chapter IX of the Indian Penal Code, 1860 or the Prevention of

Corruption Act 1988 or any other act enacted for the prevention of éorruption shall entitle the

“Concessioning Authority to take all or any one of the following actions, wherever required:-

.

A




)

(1)

(iii)

(v

)

(vi)

_(vii)v

(viii)

(ix)

To immediately call off the pre-contract negotiations without assigning any reasor

giving any compensation to the Concessionaire. However, the proceedings with

other Concessionaire(s) would continue.

The Eamest Money / Security Deposit / Performance Bond shall stand forfeited eit}

fully or partially, as decided by the Concessioning Authority and the Concessioni

Authority shall not be required to assign any reason therefore.

To immediately cancel the contract, if already signed, without giving ar

compensation to the Concessionaire.

To recover all sums already paid by the Concessioning Authority, and in case of a
Indian Concessionaire with interest thereon at 2% higher than the prevailing Prim
Lending Rate, while in case of a Concessionaire from a country other than India wit]
interest thereon at 2% higher than the LIBOR. If any outstandihg payment is due t
the Concessioning Authority from the Concessionairf in connection with any othe:

contract, such outstanding payment could also be utilized to recover the aforesaid surmr

and interest.

To encash the advance bank guarantee and performance bond, if furnished by the
Concessionaire, in order to recover the payments, already made by the Concessioning

Authority, along with interest.
To cancel all or any'othcr Contracts with the Concessionaire.

To debar the Concessionaire from entering into any bid from any of the Major Ports in

India for a minimum period of five years, which may be further extended at the

_discretion of the Concessioning Authority.

To recover all sums Paid in violation of this Pact by Concessionaire to any middleman

or agent or broker with a view to securing the contract.

If the Concessionaire or any employee of the Concessionaire or any person acting on
behalf of the Concessionaire, either directly or indirectly, is closely related to any of

the officers of the Concessibm'ng Authority, or alternatively, if any close relative of an
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(xi)

officer of the Concessioning Authority has financial interest/stake in the
Concessionaire’s firm, the same shabll be disclosed by the Concessionaire at the time
of filing of tender. Any failure to disclose the interest involved shall entitle the
Concessioning Authority to rescind the contract without payment . of any

compensation to the Concessionaire.

The term ‘close relative’ for this purpose would mean épouse whether residing with
the Govemment servant or not, but not include a spouse separated from the
Govemment servant by a decree or order of a comp(;tent court; son or daughter,or step
son or step daughter and wholly dependent upon Government servant, but does not
include a child or step child who is no longer in any way dependent upon the
Govermment servant or of whose custody the Government servant has been deprived
of by or under any law; any other person related, whether by blood or marriage, to the
Government servant or to the Government servant"s wife or husband and wholly

dependant upon Government servant.

The Concessionaire shall not lend to or borrow any ‘mone'y from or enter into any

_ monetary dca]ings or transactions, directly or indirectly, with any employee of the

Concessioning Authority, and if he does so, the Concessioning Authority shall be

entitled  forthwith to rescind the "contract and all other contracts  with ' the

-Concessionaire. The Concessionaire shall be liable to pay compensation for any loss

or damage to the Concessioning Authority resﬁlting from such rescission and the
Concessioning Authority shall be entitled to deduct the amount so payable from the

money(s) due to the Concessionaire.

In cases where irrevocable Letters of Credit have been received in respect of any

_contract signed by the Concessioning Authority with the Concessionaire, the same

_shall not be opened.

The decision of the Concessioning Authority to the effect that a breach of the p;ovisidns of

this Integrity Pact has been committed by the Concessionaire shall be final and binding on the

Concessionaire, however, the Concessionaire can approach the monitor(s) appointed for the

purpoées of this Pact.
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11.

11.1

12.

12.1

122

Fall Clause

The Concessionaire shall strive to accord the most favoured customer treatment to the

Concessioning Authority in respect of all matters pertaining to the present case.

Independent Monitors

The Concessioning Authority will appoint Independent Monitors for this Pact, in consyltation

with the Central Vigilance Commission.

As soon as the Monitor notices, or believes to notice, a violation of this agreement, he will so
inform Chairman.,Visakhapatnam Port Trust under Ministry of Shipping, Government of
India.

Examination of Books of Accounts

In case of any allegation of violation of any provisions of this Integrity Pact or payment of
commission, the Concessioning Authority or its agencies shall be entitled to examine the
Books of Accounts of the Concessionaire and the Concessionaire shall provide necessary
information of the relevant financial documents in English and shall extend all possible help

for the purpose of such examination.

14. Law and Place of Jurisdiction

15.

This Pact is subject to Indian Law. The place of perfonmance and jurisdiction is the seat of the

Concessioning Authority i.e. Visakhapatnam,Andhra Pradesh.

Other Legal Actions

The actions stipulated in this Integrity Pact are without prejudice to any other legal action that
may follow in accordance with the provisions of the extant law in force relating to any civil or

criminal proceedings.
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16. Validity

16.1  The validity of this Integrity Pact shall be from date of its signing and extend up to 30 years or
the complete execution of the contract to the satisfaction of both the Concessioning Authority

and the Concessionaire, whichever is later.

16.2 Should one or several provisions of this Pact turn out to be mnvalid, the remainder of this Pact

remains valid. In this case, the parties will strive to come 10 an agreement to their original intentions.

17. The Parties héreby sign this Integrity Pact at Visakhapatnam on

CONCESSIONING AUTHORITY —
CHAIRMAN
VISAKHAPATNAM PORT
VISAKHAPATNAM

Fax No:

Email:

CONCESSIONAIRE
M/s. VIZAG GENERAL CARGO BERTH PRIVATE LIMITED
SIPCOT INDUSTRIAL COMPLEX,
MADURAI BYPASS ROAD,
Fax No. 91461 2340203
Email: M.siddiqi@vedanta.co.in

Witness Wimess
1. ‘ 1.
2. 2
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